Land Use

Supplemental

Regulations
(23) Restaurant, Standard P P P P P 0
(24) Retail Goods P P P § 182-604.1
(25) Retail Services P P
(26) Sales of consumer fireworks SE §182-1223
(27) Significant Tobacco Retailer cu § 182-1224
(28) Eﬁ;’ﬁﬁﬁgﬁﬁums'gf or cu § 182-606.A
B. Non-Commercial Uses
(1)  Senversion of dwellings to SE SE SE SE § 182-1207
Conversion of single-family
2) dwellings to two-family and SE § 182-1208
multiple-family uses
(3) Government Building P P P P
(4) Hospital, Veterinary P § 182-604.K
(5)  Landfills cu  S182121%8
(6) Light Industrial p* § 182-604.G
7) Telecommunication Equipment SE § 182-1228
(8) Utility P P P P cu
C. Accessory Uses
(1) Caretaker Unit A
2) Drive-through SE SE P* § 182-1211
3) Garden Center §182-1213
(4) Outdoor Dining A A A §182-1219
(5) Storage A
P = Permitted Use; SE = Special Exception Use; CU = Conditional Use; A = Accessory;
* = May have Special or Conditional Use Requirements
D. Automobile sales and services
(1) In the C-4 District, automobile sales agencies are permitted, and trailer or truck sales agencies
and used car lots are permitted by special exception.
(2) In the C-5 District, automobile sales agencies are permitted, provided that no such use is
located within 2,000 feet of another automobile sales agency and that all applicable
regulations set forth in § 182-1204 are satisfied.
E. Fast food restaurants
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(a) Common dining facilities.

(b) Physical therapy facilities.

(c) Auditoriums.

(d) Recreation facilities.

(e) On-site service shops.

() Administrative offices.

(9) Other ancillary services deemed appropriate by the Board of Commissioners in granting

the conditional use.

Parking standards. Parking shall be as required by § 182-1701 of this chapter, and shall be
buffered by a minimum twenty-foot planted buffer strip from an adjoining property or street
frontage.

Standards for approval of conditional use. Applications for conditional use shall be forwarded
within 15 days of filing to both the Haverford Township Planning Commission and to the Delaware
County Planning Commission for their review and comments. Within 45 days of the date of filing, a
hearing shall be commenced before the Board of Commissioners of the Township. Said hearing
shall be conducted in accordance with the provisions of Article XXII: provided, however, that all
references to the Zoning Hearing Board shall be construed to be references to the Board of
Commissioners and all references to a special exception shall be construed to refer to an
application for a conditional use. In determining whether or not to grant an application for a
conditional use for a continuing-care facility for the elderly, the Board of Commissioners shall
consider the following criteria:

The long-range aims and goals pertaining to the physical and social development of the
Township as provided in the Comprehensive Plan.

The integration of the proposed land use with the existing development and existing land use
adjacent to the site.

The conditions and availability of adjacent streets to efficiently and safely afford a movement
of traffic to be generated by the proposed development.

Additional public services made necessary by the proposed development.

The amount, location and proposed use of the permanent open space achieved by the
development.

The preservation of trees, groves, waterways, scenic points, historic spots and other
community assets and landmarks.

Accessibility of the site to public transportation.

The proximity of commercial and institutional facilities, including medical facilities for the use
of residents.

No continuing-care for the elderly facility shall be constructed within a site area containing
slopes in excess of 15%.

The developer shall file with the Township Secretary a covenant, to run with the land, endorsed
by the Township Solicitor, in which said owner shall covenant on behalf of themselves, their
heirs, executors and assigns not to use the development for any other use than housing for the
elderly, handicapped and its ancillary facilities for a period of not less than 25 years.
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Safety features. It is necessary in the design and development of a continuing-care facility, that
the safety and physical capabilities of the future residents be considered. The design features of
the continuing-care facility shall be such that potentially dangerous situations are minimized and
the independence and mobility of the residents maximized. The following safety features shall be
incorporated into the design of the continuing-care facility as a condition of approval:

Handle type spigots and doorknobs.

Showers designed for wheelchairs, in place of tubs, in at least 30% of all units.
Nonskid surfaces in tubs and showers.

All floors shall be nonskid.

Control of water temperature to avoid accidental scalding.

Flush door entrances for easy wheelchair access.

Emergency signal systems in bathrooms and bedrooms connected with either an
adjacent apartment or central office.

Grab bars around all toilets and tubs; in addition, all grab bars and towel racks shall be made
of noncorrosive metal and shall be able to withstand up to 250 pounds.

All cooking stoves shall be electric.
Stove burner controls shall be located in the front.
Waterclosets shall be handicapped accessible units.

Lighting fixtures shall be located on the walls at convenient levels to avoid accidents that
might otherwise occur in the repair of ceiling fixtures.

Electrical outlets shall be located at levels at least 24 inches above the floor.

There shall be ramps or elevators in addition to stairs in all buildings exceeding one story in
height.

All elevators shall have slow closing doors with sensitive reopening mechanisms.

Hand rails shall be provided along all steps, hallways, ramps and sloped walks, both indoors
and outdoors.

All rooms in the continuing-care for the elderly facility shall be provided with sprinkler systems for
fire protection and shall contain and be served by wet-charged standpipes to the top floor.

§ 182-1207. Conversion of dwellings to nonresidential uses.

Where permitted by special exception, the Zoning Hearing Board may permit the conversion of any dwelling
existing at the effective date of this chapter to any nonresidence use permitted in the district in which such
dwelling is located, provided that:

A.

The proposed use shall comply with the yard, area, off-street parking and other requirements of
the applicable district.

No existing yards or required open space shall be reduced to less than the requirements of the
applicable district governing a permitted use.

Living accommodations or sleeping quarters shall be permitted, provided that the minimum
habitable floor area per family is not less than 600 square feet, excluding stairs and corridors, and
that no basement shall contain habitable rooms except for custodian living quarters.
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The proposed reconstruction and conversion shall be in keeping with the predominant character
of the applicable district and shall not detract from the use of an adjoining property for any
permitted use

Any such building shall comply with the requirements of the Building Code and any other applicable
ordinance or requirement of the township.

No dwelling shall be converted unless, in connection therewith, the Township shall be assured that
the building, when completed, will comply in all respects with sound, present day standards for the
proposed use.

The Zoning Hearing Board may prescribe such further conditions with respect to the conversion
and use of such building or property as it may deem appropriate.

§ 182-1208. Conversion of single-family dwellings to two-family and multiple-family uses.

Where permitted by special exception, the Zoning Hearing Board may authorize the conversion of a property
from single-family to two-family or multiple-dwelling occupancy, subject to the following requirements:

A.
B.

The lot area per dwelling unit shall not be reduced below 3,000 square feet per family.

One and one-half off-street parking spaces shall be provided for each additional dwelling unit
created.

Each family unit shall have not less than 600 square feet of gross habitable floor area, excluding
stairs and corridors.

Any such building shall comply with the requirements of the Building Code and any other applicable
ordinance or requirement of the Township.

No dwelling shall be converted unless, in connection therewith, the Township shall be assured that
such building when completed will comply in all respects with sound, present-day standards for
the proposed use.

The Zoning Hearing Board may prescribe such further conditions with respect to the conversion
and use of such building or property as it may deem appropriate.

§ 182-1209. Day-care, in-home

A.

In-home day care permitted or allowed as accessory use shall comply with the following
standards:

Day care, in-home, Small

(a) The day care shall be located within the dwelling in which the caregiver resides.

(b) No person who is not a resident of the dwelling may be engaged or employed in the
operation.

(c) The use shall not be subject to licensing requirements for a business operation.

(d) The use shall remain clearly incidental to the residential character of the dwelling.

Day care, in-home, Large
(a) Such use shall be located in the dwelling in which the operator or care giver resides.

(b) Not more than one person shall be engaged or employed in the operation of such day-
care use who is not a resident of the dwelling.
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Article XXIl Zoning Hearing Board

§ 182-2201. Establishment; membership; organization; compensation.

A. Creation of Board. A Zoning Hearing Board is hereby established by the Board of Township
Commissioners in accordance with the provisions of Article IX of the Pennsylvania Municipalities
Planning Code, as amended. Hereinafter, as used in this Article, the term "Board" shall refer to the
Zoning Hearing Board, and the term "Planning Code" shall refer to the Pennsylvania Municipalities
Planning Code.?”

B. Membership of the Board. The membership of the Zoning Hearing Board shall be appointed by the
Board of Commissioners consistent with the provisions of § 4-607 et seq. of the Township
Administrative Code.

C. Removal of members. Any Board member may be removed for malfeasance, misfeasance or
nonfeasance in office or for other just cause by a majority vote of the Board of Township
Commissioners, taken after the member has received 15 days' advance notice of the intent to take
such a vote. A hearing shall be held in connection with the vote if the member shall request it in
writing.

D. Organization of Board.

(1) The Board shall elect from its own membership its officers, who shall serve annual terms as
such and may succeed themselves. For the conduct of any hearing and the taking of any
action, a quorum shall be not less than a majority of all the members of the Board, but where
two members are disqualified to act in a particular matter, the remaining member may act for
the Board. As provided for by the Planning Code, the Board may appoint a hearing officer from
its own membership to conduct any hearing on its behalf, and the parties may waive further
action by the Board as provided in § 182-2203.A.

2) The Zoning Hearing Board shall adopt rules and forms for its procedure in accordance with
the provisions of this chapter. Meetings of the Zoning Hearing Board shall be held at the call of
the Chairperson and at such other times as the Zoning Hearing Board may determine. Such
Chairperspm or, in their absence, the acting Chairperson may administer oaths and compel
the attendance of witnesses. All meetings of the Zoning Hearing Board shall be open to the
public.

(3) The Zoning Hearing Board shall keep minutes of its proceedings, showing the vote of each
member upon each question or, if absent or failing to vote, indicate such fact and shall keep
records of its examinations and other official actions, all of which shall be immediately filed in
the office of the Township Manager and shall be a public record.

(4) The Zoning Hearing Board shall submit a report of its activities to the Board of Township
Commissioners once a year.

E. Expenditures for services. Within the limits of funds appropriated by the Board of Township
Commissioners, the Board may employ or contract for secretaries, clerks, legal counsel,
consultants and other technical and clerical services. Members of the Board may receive
compensation for the performance of their duties as may be fixed by the Board of Township
Commissioners, butin no case shall it exceed the rate of compensation authorized to be paid
to the members of the Board of Township Commissioners.

§ 182-2202. Functions; powers.
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PERFORMED ON THE PREMISES ON MARCH 20, 2026 AND

DEPICTS CONDITIONS ON THAT DATE.

2. THE EXISTENCE AND/OR LOCATION OF ALL SUBSURFACE
UTILITIES SHALL BE CONSIDERED APPROXIMATE AND MUST
BE FIELD VERIFIED BY ALL CONTRACTORS PRIOR TO

CONSTRUCTION.

3. THE HORIZONTAL BEARING DATUM SHOWN ON THIS PLAN IS

PA STATE PLANE ZONE SOUTH HARN.

4. THE VERTICAL DATUM SHOWN ON THIS PLAN IS PER

NAVD1988 OBTAINED VIA GPS NETWORK.

5. THIS SURVEY WAS PERFORMED WITHOUT THE BENEFIT OF A
CLIENT PROVIDED TITLE REPORT & IS SUBJECT TO THOSE

FINDINGS, IF ANY.

6. THIS PROPERTY IS LOCATED IN ZONE X "AREA OF MINIMAL
FLOOD HAZARD” IN ACCORDANCE TO FEMA MAP PANEL

42045C0106F, EFFECTIVE DATE 11,/18/2009.

PROPOSED REPLACEMENT TREES
Symbol | Quantity Common Name Scientific Name Size
AS 1 SUGAR MAPLE ACER SACCHARUM 2.0" CAL.
GT 1 HONEY LOCUST GLEDITSIA TRIACANTHOS 2.0” CAL.
QA 1 WHITE OAK QUERCUS ALBA 2.0" CAL.

APPLICANT TO PAY A FEE IN LIEU OF PLANTING ADDITIONAL REPLACEMENT TREES
(9 INCHES REMAINING / 2 = 5 TREES x $250.00 = $1,250.00)

LINETYPE LEGEND

EXISTING
EXISTING
EXISTING

PROPERTY LINE
RIGHT OF WAY
BUILDING SETBACK

EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING

FENCE

1" CONTOUR

5 CONTOUR

OVERHEAD ELECTRIC
ELECTRIC LINE

GAS LINE
TELECOMMUNICATION LINE
WATER LINE

SANITARY LINE

STORM PIPES

15%—25% SLOPES (REGULATED)

>25% SLOPES (UNREGULATED)
(REGULATED AS 15%—25%)

//
E

PROPOSED OVERHEAD ELECTRIC

PROPOSED ELECTRIC LINE

G

PROPOSED GAS LINE

PROPOSED TELECOMMUNICATION LINE

T/C
W

PROPOSED WATER LINE

SS

PROPOSED SANITARY LINE
PROPOSED UNDERGROUND STORM PIPES

PROPOSED BUILDING

PROPOSED DRIVEWAY

PROPOSED IMPERVIOUS WALKS, ETC.

SOILS INFORMATION

SYMBOL NAME ZSLOPE

HYDROLOGIC
GROUP

DEPTH
TO SH
WATER

DEPTH
TO
BEDROCK

TALLEYVILLE—URBAN
LAND—ANTHROPIC
UDORTHENTS
COMP| EX

0 70 8
PERCENT D
SLOPES

TbB

6.6+ 6.6+

NOTES:

IF THE PROPOSED EROSION AND SEDIMENTATION CONTROL

MEASURES ARE INSTALLED AND MAINTAINED PROPERLY, NO
UNFORESEEN SOIL LIMITATIONS OR PROBLEMS ARE LIKELY.
NEVERTHELESS, IF A PROBLEM DOES DEVELOP, THE DEVELOPER MUST

TEMPORARILY SEED AND MULCH THE DISTURBED AREA.

SUITABLE

TOPSOIL SHALL BE IMPORTED TO SITE IF INADEQUATE QUANTITIES OF

SUITABLE TOPSOIL EXIST ON SITE.

ADEQUACY OF SOIL TO BE

DETERMINED BY SITE GEOTECHNICAL ENGINEER IN CONJUNCTION WITH
THE LANDSCAPE ARCHITECT. SOIL AMENDMENTS SHALL BE ADDED

AS REQUIRED.
PROPERLY.

ALL UNSUITABLE MATERIAL SHALL BE DISPOSED OF
SITE GEOTECHNICAL ENGINEER SHALL ALSO BE

CONSULTED DURING WINTER GRADING OPERATIONS.

~
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MAP NO. 22-26—-419
DB 2195 PG 0423

)&321 g

00621 M.00 .21 .9ZN
N31° 19° 47°W 125.00°

12" YARD DRAIN #1 I
TG 321.0\'\.

INV 319.0
BOT 318.0

26 /LF 6"
PVC @ 0.8%

4.0’

—_—

\ SIGHT DISTANCE (2—LANE)A | ’_/
/
[
\

" PCSM #1 f
6'x15'%20.5' STONEBED\
TOP STONE 320.5
" BOT STONE 314.5

1.83 IN/HR @ 5', 6', &
7' DEEP (NO LIMITING
ZONE TO 10’ DEEP)

AN

15 00 F 75@%

y I dad =

yNalaWala

4" AMERICAN BASSWOOD

S4

STEP—\

321.5 X321.7

o
E

ECOND—STORY
VERHANG

\

PROPO%ED

THREE STORY
SINGLE FAMILY

DETACHED I-%)\

\ /
\\EGRESS WELL

\
\

Q

USE
FF 325.0 \
BF 315.0

0VERHANG~\\\
LOT 1

» pupl
6" PVC'@
0.5% M‘IN\

322

FIREPLACE (NOY
TO PROJECT

MORE THAN 18" \
INTO SIDE YARD) \

DETACHED

TV

V2

.0°¢¢

GARAGE

CORNER i
N 246997.0413
£ 2653452.0142

LANDS N/F OF

NICHOLAS & LEAH FORRESTER
‘ 36 E. MARTHART AVENUE
PARID: 22030150800
MAP NO. 22-26—445
DB 6664 PG 5658

MOY 0L ,006Z!

53}

g
—-—

N3119’47"W

LANDS N/F OF

JOHN J. & JOAN RODGERS
38 E. MARTHART AVENUE
PARID: 22030150801
MAP NO. 22-26—445: 007

DB 4136 PG 0422

K Ik

XM
\ FLIFHONOI

(

AOVAEL3sS
NVIQIN &Gl

frt————

s

[

L

N DOWNSPOUT (TYP)

~~

/ Ds: 323, 50—\
18.9° »

EXISTING 2—STORY
SINGLE—FAMILY DWELLING
43 E. TURNBULL AVENUE

OT 2

FLAGSTONE

PATIO

M oss M

0.92 IN/HR @ 5', €', &
7' DEEP (NO LIMITING
ZONE TO 10’ DEEP)

[DS: 324.84

3.7’

J

51.8’

AVYMINIYG LTVHISY

WINDOW
WELL (TYP)

—

19.67°

Nt

CM(TBS)

CORNER
N 247155.8112
E 2653472.4378

7'J7
GGG

i)

MANOA - Havertown

Pennsy.Trall

e

Ardmore Junction [

Merwood Park

ARDMORE PARK
Wynnewood Rd 0
0 wynnewood Lanes

Gest Tract

Beechwood - Brookline [D

S Grange Fielt
2 Grange Field c

o

z
=
%
%
oe®
4

EXISTING LOT DATA:
RECORD OWNER:

PARCEL ID:

/ TAXMAP ID:

/ DEED BOOK & PAGE NO:
/ GROSS LOT AREA:

EXISTING IMPERVIOUS COVERAGE:

BUILDING
DRIVEWAY

WALLS, WALKS, ETC.

TOTAL

PROPOSED LOT 1 DATA:
GROSS LOT AREA:

LOCATION MAP
SCALE: 1" = 2,000’

MARLEY REAL ESTATE HOLDINGS,
219 SUGARTOWN ROAD

WAYNE, PA 19087
22-03-02065-00
22-26-418:000

7128 & 588

12,500 SF (0.2870 AC)

LLC

2,062 SF (16.5%)
980 SF
890 SF

3,932 SF (31.5%)

5,625 SF (0.1291 AC)

PROPOSED IMPERVIOUS COVERAGE:

/ TOTAL

T
|
|

_

-

/

/ LANDS N/F OF

PARID: 22030206600
MAP NO. 22—-26—417 |
DB 6643 PG 46847

¢

9’ 47°F 125.00°

00621 3.00~ZL .95

- 831°

(=

08l

18.0°

CONCRETE
WALK

— —322—

e

|—STEP CONCRETE

\—GA RAGE

DsS:321.47

DETACHED
GARAGE

\-CA/?A GE L

DS: 321.54]

‘, ~— 0.97°

= —327— —

T — d—

S58° 40° 13"W 100.00’
S63° 48" 00"W 100.00’

LANDS N/F OF
SUZANNE M. STADNICKI
42 E. MARTHART AVENUE
PARID: 22030150900
MAP NO. 22—-26—446
DB 5645 PG 0765

GARVAGH ASSOCIATES LLC
45 £, TURNBULL AVENUE

/ 3.

IP(TBS) CORNER

N 247049.0376
E 2653537 4337

\ LANDS N/F OF
JOSHUA E. & SUSAN LOI DESEYN
LODISE
46 E. MARTHART AVENUE \
PARID: 22030151000

BUILDING
DRIVEWAY
WALLS, WALKS, ETC.

MAXIMUM ALLOWED

PROPOSED BUILDING COVERAGE:

BUILDING

DECK
TOTAL

PROPOSED LOT 2 DATA:
GROSS LOT AREA:

TOTAL

\ MAXIMUM ALLOWED

GENERAL NOTES:
\ 1. THE INTENT OF THIS PLAN IS TO ILLUSTRATE THE SUBDIVISION OF THE
EXISTING LOT AND THE CONSTRUCTION OF A NEW SINGLE FAMILY DWELLING.

/ 2.

/ PROP IMPERVIOUS ON LOT
PROP IMPERVIOUS IN ROW
/ FUT IMPERVIOUS ON LOT

TOTAL

PCSM #1
1,781 SF
0 SF
95 SF
1,876 SF

1,752 SF (31.1%)
1,114 SF
69 SF

2,935 SF (52.2%)
3,656 SF (65.0%)
1,752 SF (31.1%)

207 SF (3.7%)
1,959 SF (34.8%)

6,875 SF (0.1578 AC)

PROPOSED IMPERVIOUS COVERAGE:
BUILDING
DRIVEWAY
\ WALLS, WALKS, ETC.

1,875 SF (27.3%)
1,080 SF
445 SF

3,400 SF (49.5%)

4,469 SF (65.0%)

THE STORMWATER MANAGEMENT FACILITIES HAVE BEEN DESIGNED FOR 3,155
SF OF PROPOSED IMPERVIOUS:

UNCONTROLLED
1,154 SF

123 SF

2 SF

1,279 SF

TOTAL
2,935 SF
123 SF
97 SF
3,155 SF

THE RESPONSIBILITY FOR THE CONTINUED MAINTENANCE AND OPERATION OF
THE STORMWATER MANAGEMENT SYSTEMS AND OTHER ASSOCIATED

FACILITIES WILL BE THE OBLIGATION OF THE PROPERTY OWNER.

4. THE DEVELOPMENT WILL BE SERVICED BY A NEW INDIVIDUAL PRIVATE,
GRAVITY SEWER LATERAL AND WATER LATERAL, WHICH WILL CONNECT TO
THE EXISTING TOWNSHIP SEWER MAIN AND AQUA WATER MAIN WITHIN EAST
TURNBULL AVENUE.

5. ALL NEW UTILITIES SHALL BE INSTALLED UNDERGROUND.

LOW IMPACT DESIGN, GREEN INFRASTRUCTURE, AND CONSERVATION DESIGN
JUSTIFICATION:
THE APPLICANT IS PROPOSING TO ONLY DEVELOP THE PORTION OF THE SITE
REQUIRED FOR CONSTRUCTION OF THE PROPOSED DWELLING AND DRIVEWAY.
THE APPLICANT IS ALSO PROPOSING UNDERGROUND STORMWATER MANAGEMENT
IN ORDER TO MAINTAIN AS MUCH EXISTING VEGETATION AS POSSIBLE. FINALLY,
THE SITE IS BEING DEVELOPED UNDER THE HAVERFORD TOWNSHIP ZONING CODE
WHICH LIMITS THE AMOUNT OF IMPERVIOUS WHICH IS ALLOWED TO BE
CONSTRUCTED ON THE LOT.

ON BEHALF OF HAVERFORD TOWNSHIP, ,

ON THIS DATE ,
BEST OF MY KNOWLEDGE THAT THE SWM SITE PLAN MEETS ALL DESIGN
STANDARDS AND CRITERIA OF THE HAVERFORD TOWNSHIP STORMWATER
MANAGEMENT ORDINANCE.

HAS REVIEWED AND HEREBY CERTIFIES TO TH

- THE LANDOWNER ACKNOWLEDGES THAT THE STORMWATER CONTROLS AND BMPS

ARE FIXTURES THAT CAN BE ALTERED OR REMOVED ONLY AFTER APPROVAL BY
HAVERFORD TOWNSHIP. ANY REVISION TO THE APPROVED DRAINAGE PLAN

SHALL BE SUBMITTED TO AND APPROVED BY THE MUNICIPALITY, AND A
/ REVISED EROSION AND SEDIMENT CONTROL PLAN SHALL BE SUBMITTED TO, AND
APPROVED BY, THE CONSERVATION DISTRICT OR MUNICIPALITY (AS APPLICABLE)
/ FOR A DETERMINATION OF ADEQUACY PRIOR TO CONSTRUCTION OF THE
REVISED FEATURES.

VINCE SPOSATO, MEMBER OF MARLEY REAL ESTATE HOLDINGS, LLC

| CHRISTOPHER C. YOHN, P.E., CPESC, ON THIS DATE

08/17/26

HEREBY CERTIFY THAT THE SWM SITE PLAN MEETS ALL DESIGN
STANDARDS AND CRITERIA OF THE HAVERFORD TOWNSHIP STORMWATER
MANAGEMENT CODE.

CHRISTOPHER C. YOHN, P.E., CPESC

( PROJECT:

RESIDENTIAL SUBDIVISION

PROJECT ADDRESS:

43 EAST TURNBULL AVENUE, HAVERTOWN, PA 19083

EGRESS

)

MUNICIPALITY:

.

HAVERFORD TOWNSHIP

COUNTY:

DELAWARE COUNTY

(3 |08/21/26
2 |08/17/26

LAYOUT )]

10’

SCALE:

08,/10,/26

STC

( PLAN SET:

MINOR SUBDIVISION PLANS

)

1” =10 DATE

COMMENTS )

SHEET NAME:

.

POST CONSTRUCTION STORMWATER MANAGEMENT PLAN

rALL DOCUMENTS PREPARED OR FURNISHED BY ENGINEER ARE
INSTRUMENTS OF SERVICE, AND ENGINEER RETAINS AN OWNERSHIP AND
PROPERTY INTEREST (INCLUDING THE COPYRIGHT AND THE RIGHT OF
REUSE) IN SUCH DOCUMENTS, WHETHER OR NOT THE PROJECT IS
COMPLETED. OWNER SHALL HAVE A LIMITED LICENSE TO USE THE
DOCUMENTS ON THE PROJECT, EXTENSIONS OF THE PROJECT, AND FOR
RELATED USES OF THE OWNER, SUBJECT TO RECEIPT BY ENGINEER OF
FULL PAYMENT FOR ALL SERVICES RELATING TO PREPARATION OF THE
DOCUMENTS AND SUBJECT TO THE FOLLOWING LIMITATIONS: (1) OWNER
ACKNOWLEDGES THAT SUCH DOCUMENTS ARE NOT INTENDED OR
REPRESENTED TO BE SUITABLE FOR USE ON THE PROJECT UNLESS
COMPLETED BY ENGINEER, OR FOR USE OR REUSE BY OWNER OR
OTHERS ON EXTENSIONS OF THE PROJECT, ON ANY OTHER PROJECT,
OR FOR ANY OTHER USE OR PURPOSE, WITHOUT WRITTEN VERIFICATION
OR ADAPTATION BY ENGINEER; (2) ANY SUCH USE OR REUSE, OR ANY
MODIFICATION OF THE DOCUMENTS, WITHOUT WRITTEN VERIFICATION,
COMPLETION, OR ADAPTATION BY ENGINEER, AS APPROPRIATE FOR THE
SPECIFIC PURPOSE INTENDED, WILL BE AT OWNER'S SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO ENGINEER OR TO ITS
OFFICERS, DIRECTORS, MEMBERS, PARTNERS, AGENTS, EMPLOYEES, AND
CONSULTANTS; (3) OWNER SHALL INDEMNIFY AND HOLD HARMLESS
ENGINEER AND ITS OFFICERS, DIRECTORS, MEMBERS, PARTNERS,
AGENTS, EMPLOYEES, AND CONSULTANTS FROM ALL CLAIMS, DAMAGES,
LOSSES, AND EXPENSES, INCLUDING ATTORNEYS® FEES, ARISING OUT OF
OR RESULTING FROM ANY USE, REUSE, OR MODIFICATION OF THE
DOCUMENTS WITHOUT WRITTEN VERIFICATION, COMPLETION, OR
ADAPTATION BY ENGINEER; AND (4) SUCH LIMITED LICENSE TO OWNER
LSHALL NOT CREATE ANY RIGHTS IN THIRD PARTIES

~

J

~

( PREPARED FOR:

MARLEY REAL ESTATE HOLDINGS, LLC

.

OWNER / APPLICANT

C/0 VINCE SPOSATO
219 SUGARTOWN ROAD
WAYNE, PA 19087

~

p
DATE:

SCALE:

ONE CALL NUMBER:
DRAWN BY:

| PROJECT NUMBER:

AUGUST 5, 2026
1” = 1 O’
2026-079-0734
CCY

26-020

( PREPARED BY:

YOHN ENGINEERING, LLC
P.0. BOX 26094
COLLEGEVILLE, PA 19426
610—489—-4580
WWW.YOHNENGINEERING.COM

r

J

SHEET:

4 o 7




PROPOSED GRADE

INV 318.8

ELEV 318.8

1" WEEP HOLES

N /]

/

ELEV 314.5
AASHTO NO. 3 (UNIFORMLY ENTIRE BED TO BE SURROUNDED IN UNDISTURBED /
GRADED AND CLEAN WASHED NON—WOVEN GEOTEXTILE FABRIC UNCOMPACTED
WITH MINIMUM 40% VOID SPACE) (PERMEABLE FILTER FABRIC) SUBGRADE

P 1 — ST Ti

NOT TO SCALE
26 LF 6” PVC @ 0.8%
FROM YARD DRAIN #1 \.
INV 318.8 '

PCSM #1 l
6'x15'%20.5" STONEBED .w
TOP STONE 320.5 ,
BOT STONE 314.5 I'

o )

15.0°

/

/
| |
' Z 205 |
ENTIRE BED TO BE SURROUNDED IN £ AASHTO NO. 3 (UNIFORMLY
NON—WOVEN GEOTEXTILE FABRIC GRADED AND CLEAN WASHED
(PERMEABLE FILTER FABRIC) WITH MINIMUM 40% VOID SPACE)

CONSTRUCTION NOTES:

1.

HPUoN

oo

o Lo

12.
13.
14.
15.
16.

17.

18.

19.

20.

THE CONTRACTOR SHALL VERIFY ALL DEPTHS AND LOCATIONS OF EXISTING UTILITIES PRIOR TO ANY CONSTRUCTION. ANY
DISCREPANCIES WITH THE PLANS FOUND IN THE FIELD SHALL BE BROUGHT IMMEDIATELY TO THE ATTENTION OF THE OWNER
AND ENGINEER.

PRIOR TO ANY CONSTRUCTION, THE CONTRACTOR SHALL APPLY FOR AND SECURE ALL PROPER PERMITS FROM THE
APPROPRIATE AUTHORITIES.

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE HAVERFORD TOWNSHIP STANDARDS.

ALL EXCAVATIONS AND PEOPLE ENTERING EXCAVATIONS OR OTHER BELOW GRADE STRUCTURES SHALL COMPLY WITH OSHA
REQUIREMENTS.

THE OWNER AND ENGINEER ARE NOT RESPONSIBLE FOR THE CONTRACTOR’S MEANS AND METHODS OF CONSTRUCTION.
ANY EXISTING UTILITIES, PAVEMENT, CURBS, SIDEWALKS, STRUCTURES, TREES, ETC., NOT PLANNED FOR REPAIR OR
REMOVAL THAT ARE DAMAGED OR REMOVED SHALL BE REPAIRED OR REPLACED AT CONTRACTOR’S EXPENSE.

ALL PVC STORMWATER PIPES SHALL BE SDR 35 OR GREATER.

ALL HDPE STORMWATER PIPES SHALL BE SMOOTHLINE INTERIOR.

ALL STORMWATER FITTINGS SHALL BE WATERTIGHT.

GEOTEXTILE FABRIC (PERMEABLE FILTER FABRIC) SHALL BE CLASS 1 NON—WOVEN AND SHALL COMPLY WITH PENNDOT
SPECIFICATIONS.

. STONE WITHIN STORMWATER MANAGEMENT FACILITIES SHALL BE CLEAN—WASHED, UNIFORMLY GRADED AGGREGATE WITH

MINIMUM 40% VOID SPACE.

BASEMENT WALLS WITHIN 20’ OF SWALES SHALL BE WATERPROOFED.

ALL YARD DRAINS SHALL BE GRADED IN A 6" MINIMUM SUMP CONDITION.

ALL YARD DRAINS AND SUMP BOXES SHALL INCLUDE A 12" MINIMUM SUMP BELOW THE LOWEST INVERT ELEVATION.
CLEANOUTS ARE REQUIRED AT ALL CHANGES IN SLOPE OR DIRECTION.

PIPE PERFORATIONS SHALL BE NOT LESS THAN 5/16 INCH IN DIAMETER AND PROVIDE AN OPENING AREA NOT LESS THAN
3.31 SQUARE INCHES PER SQUARE FOOT OF PIPE SURFACE.

IN ACCORDANCE WITH THE INTERNATIONAL BUILDING CODE SECTION 1804.3 SITE GRADING, THE GROUND IMMEDIATELY
ADJACENT TO THE FOUNDATION SHALL BE SLOPED AWAY FROM THE BUILDING AT A SLOPE OF NOT LESS THAN FIVE (5%)
PERCENT FOR A MINIMUM DISTANCE OF 10 FEET MEASURED PERPENDICULAR TO THE FACE OF THE WALL. IF PHYSICAL
OBSTRUCTIONS OR LOT LINES PROHIBIT 10 FEET OF HORIZONTAL DISTANCE, A FIVE (5%) PERCENT SLOPE SHALL BE
PROVIDED TO AN APPROVED ALTERNATIVE METHOD OF DIVERTING WATER AWAY FROM THE FOUNDATION. SWALES USED FOR
THIS PURPOSE SHALL BE SLOPED A MINIMUM OF TWO (2%) PERCENT WHERE LOCATED WITHIN 10 FEET OF THE BUILDING
FOUNDATION. IMPERVIOUS SURFACES WITHIN 10 FEET OF THE BUILDING FOUNDATION SHALL BE SLOPED A MINIMUM OF TWO
(2%) PERCENT AWAY FROM THE BUILDING.

THE EXCAVATION OUTSIDE THE FOUNDATION SHALL BE BACKFILLED WITH SOIL THAT IS FREE OF ORGANIC MATERIAL,
CONSTRUCTION DEBRIS, COBBLES AND BOULDERS OR WITH A CONTROLLED LOW—STRENGTH MATERIAL (CLSM). THE BACKFILL
SHALL BE PLACED IN LIFTS AND COMPACTED IN A MANNER THAT DOES NOT DAMAGE THE FOUNDATION OR THE
WATERPROOFING OR DAMPPROOFING MATERIAL.

THE PROCEDURE USED TO ESTABLISH THE FINAL GROUND LEVEL ADJACENT TO THE FOUNDATION SHALL ACCOUNT FOR
ADDITIONAL SETTLEMENT OF THE BACKFILL.

STAIRS AND RAILINGS (IF REQUIRED) SHALL BE IN ACCORDANCE WITH THE HAVERFORD TOWNSHIP STANDARDS.

21. ANY SUBSTANDARD CURB AND SIDEWALK SHALL BE REPLACED.

22

. A TOWNSHIP ROAD OPENING PERMIT WILL BE REQUIRED FOR THE PROPOSED DRIVEWAY AND UTILITY INSTALLATIONS.

STORMWATER MANAGEMENT OPERATION AND MAINTENANCE PROCEDURES:

A.
B.

C.

THE RESPONSIBILITY FOR THE INSTALLATION, MAINTENANCE AND OPERATION OF THE STORMWATER MANAGEMENT SYSTEM
AND OTHER ASSOCIATED FACILITIES DURING CONSTRUCTION SHALL BE THE OBLIGATION OF THE CONTRACTOR.

THE RESPONSIBILITY FOR THE CONTINUED MAINTENANCE AND OPERATION OF THE STORMWATER MANAGEMENT SYSTEM AND
OTHER ASSOCIATED FACILITIES SHALL BE THE OBLIGATION OF THE PROPERTY OWNER.

THE PERMITTED STORMWATER CONTROLS AND BMP’S ARE FIXTURES OF THE PROPERTY THAT CAN BE ALTERED OR
REMOVED ONLY AFTER APPROVAL BY THE TOWNSHIP.

THE POST CONSTRUCTION STORMWATER MANAGEMENT SYSTEM MUST BE INSPECTED FOR ROUTINE MAINTENANCE A MINIMUM
OF TWO TIMES A YEAR, ONCE IN THE EARLY SPRING AND ONCE IN THE FALL AFTER THE MAJORITY OF THE LEAVES HAVE
FALLEN.

VISUAL OBSERVATIONS OF THE GROUND SURFACE TO DETECT PONDING OF WATER OR GROUND SETTLEMENTS THAT WOULD
PREVENT RUNOFF FROM ENTERING INLETS AS DESIGNED MUST BE MADE. THE DRAINAGE AREAS DESIGNED FOR THE
SYSTEM MUST BE MAINTAINED. ADJUSTMENTS TO THE GRADING OR INLETS MUST BE MADE TO ENSURE THAT THE SYSTEM
IS FUNCTIONING AS DESIGNED. SMALL SINKHOLES CAN BE REPAIRED EASILY BY FILLING WITH TOPSOIL AND MAY BE THE
RESULT OF SETTLEMENT OF THE SOIL. LARGER SINKHOLES OR SINKHOLES THAT REAPPEAR IN THE SAME LOCATION MAY
INDICATE A BREACH IN THE GEOTEXTILE LINER, INLET BOX STRUCTURE, PIPE CONNECTION OR A BREAK IN A STORM
CONVEYANCE LINE. THESE TYPES OF SINKHOLES MUST BE EXCAVATED AND THE FAILURE IDENTIFIED AND REPAIRED
IMMEDIATELY IN ORDER TO PREVENT SOIL FROM ENTERING THE POST CONSTRUCTION STORMWATER MANAGEMENT SYSTEM
AND CLOGGING IT OR REDUCING THE CAPACITY OF THE BMP FOR RECHARGE OF RUNOFF.

ALL SEDIMENT TRAPS AND INLETS MUST BE VISUALLY INSPECTED SEVERAL TIMES A YEAR FOR ACCUMULATED SOIL AND
DEBRIS. INLET GRATES MUST BE KEPT FREE OF LEAVES, STICKS, MULCH, AND OTHER LAWN DEBRIS OR TRASH THAT
WOULD PREVENT INFLOW OF RUNOFF. SUMPS IN SEDIMENT TRAPS OR INLET BOTTOMS MUST HAVE ACCUMULATED
SEDIMENT REMOVED TO ENSURE DESIGN CAPACITY SUFFICIENT TO TRAP SEDIMENT AND DEBRIS FROM ENTERING ANY
SEEPAGE BED. ANY WEEP HOLES IN THE BOTTOM OF THE INLETS OR SEDIMENT TRAP SHOULD BE CLEARED TO ALLOW
WATER TO SEEP OUT.

ONCE A YEAR, THE POST CONSTRUCTION STORMWATER MANAGEMENT SYSTEM MUST BE INSPECTED TO DETERMINE OF IT IS
DRAINING WITHIN THE REQUIRED TIME PERIOD (USUALLY TWENTY —FOUR HOURS.) THE INSPECTION PORT SHALL BE OPENED
AT LEAST TWENTY—FOUR HOURS FOLLOWING A STORM AND THE LEVEL OF WATER IN THE BED NOTED. VENTED
CLEAN—-OUTS MUST BE CHECKED TO ENSURE OPENINGS ARE CLEAR. ADJUSTMENTS TO THE CLEAN-OUTS MUST BE MADE
IF SOIL OR OTHER LAWN DEBRIS IS OBSERVED TO BE ENTERING THE SYSTEM.

ANY CLEAN-OUT, INLET OR LEVEL SPREADER THAT HAS BEEN DAMAGED BY LAWN EQUIPMENT MUST BE REPAIRED OR
REPLACED. CLEAN-OUTS THAT BECOME BURIED SHOULD BE RAISED TO GRADE. THE CONFIGURATION MUST NOT ALLOW
SOIL OR OTHER DEBRIS TO CLOG THE COLLECTION PIPE. ALL COLLECTION PIPES MUST BE CHECKED ANNUALLY TO ENSURE
THEY ARE FLOWING FREELY. IF THE COLLECTION PIPES BECOME CLOGGED, JET CLEANING MUST BE PERFORMED AT THE
CLEANOUT-OUTS. ADDITIONAL PROTECTION MUST BE MADE AT THE SEDIMENT TRAP DURING JET CLEANING TO ENSURE
THAT DEBRIS IS NOT TRANSMITTED TO THE SEEPAGE BED.

SMALL TREES THAT BEGIN TO GROW IN THE WMICINITY OF SEEPAGE BEDS OR STRUCTURES MUST BE REMOVED TO ENSURE
THAT THE ROOTS DO NOT PUNCTURE THE FILTER FABRIC OF THE SEEPAGE BED OR DAMAGE ANY STORMWATER
COLLECTION /CONVEYANCE STRUCTURE.

ROOF GUTTER SYSTEMS THAT ARE INTEGRAL WITH THE SEEPAGE BED MUST BE FUNCTIONAL. REPAIRS TO GUTTERS THAT
BECOME SEPARATED, SAG OR OTHERWISE DO NOT FUNCTION AS DESIGNED MUST BE MADE.

PREVENTATIVE MAINTENANCE WOULD INCLUDE REMOVAL OF LEAVES FROM GUTTER SYSTEMS AND LAWN AREAS AS SOON AS
POSSIBLE TO AVOID CONTAMINATION OF CLOGGING OF THE SYSTEM. LOCATING LANDSCAPE—MULCHED AREAS AWAY FROM
CONCENTRATED RUNOFF AREAS OR SWALES THAT COULD WASH MULCH INTO INLET OR LEVEL SPREADER IS RECOMMENDED.

6” PVC CLEAN—OUT zx \ ROUND GRATE /
THREADED PLUG (RECESSED) =X
WITH INVERTED KEY PLUG | 8 - OBSERVATION PORT
= —T~_———— 12" HDPE
\ ©= \ SOLID RISER
B TOP OF BED
ELEV 320.5

26 LF 6" PVC @ 0.8%
FROM YARD DRAIN #1

FULLY PERFORATED
12" HDPE RISER
FULLY PERFORATED 6"

PVC DISTRIBUTION PIPE
END CAP WITH 2 (MIN.)

LEVEL BED BOTTOM

INFILTRATION BASIN INSTALLATION:

1. THE EXISTING SUBGRADE UNDER THE BED AREAS SHOULD NOT BE
COMPACTED OR SUBJECT TO EXCESSIVE CONSTRUCTION EQUIPMENT TRAFFIC
PRIOR TO GEOTEXTILE AND STONE BED PLACEMENT.

2. WHERE EROSION OF SUBGRADE HAS CAUSED ACCUMULATION OF FINE
MATERIALS AND/OR SURFACE PONDING, THIS MATERIAL SHOULD BE
REMOVED WITH LIGHT EQUIPMENT AND THE UNDERLYING SOILS SCARIFIED TO
A MINIMUM DEPTH OF 6 INCHES WITH A YORK RAKE (OR EQUIVALENT) AND
LIGHT TRACTOR. ALL FINE GRADING SHOULD BE DONE BY HAND. ALL BED
BOTTOMS SHOULD BE AT LEVEL GRADE.

3. SEEPAGE BED FILTER FABRIC AND STONE SHOULD BE KEPT CLEAN OF
SOIL/SEDIMENT DURING THE INSTALLATION PROCESS. IF INSPECTION
INDICATES THAT SOIL/SEDIMENT HAS ENTERED ANY OF THE INFILTRATION
SEEPAGE BEDS, IT SHALL BE CLEANED FROM THE FABRIC, STONE, BED,
ETC. AND/OR THE FABRIC AND STONE SHALL BE REPLACED.

4. GEOTEXTILE AND BED AGGREGATE SHOULD BE PLACED IMMEDIATELY AFTER
APPROVAL OF SUBGRADE PREPARATION AND INSTALLATION OF STRUCTURES.
GEOTEXTILE SHOULD BE PLACED IN ACCORDANCE WITH MANUFACTURER'S
STANDARDS AND RECOMMENDATIONS. ADJACENT STRIPS OF GEOTEXTILE
SHOULD OVERLAP A MINIMUM OF 16 INCHES. IT SHOULD ALSO BE SECURED
AT LEAST 4 FEET OUTSIDE OF BED IN ORDER TO PREVENT ANY RUNOFF OR
SEDIMENT FROM ENTERING THE STORAGE BED. THIS EDGE STRIP SHOULD
REMAIN IN PLACE UNTIL ALL BARE SOILS CONTIGUOUS TO BEDS ARE
STABILIZED AND VEGETATED. AS THE SITE IS FULLY STABILIZED, EXCESS
GEOTEXTILE ALONG BED EDGES CAN BE CUT BACK TO THE EDGE OF THE
BED.

5. CLEAN—WASHED, UNIFORMLY GRADED AGGREGATE WITH MINIMUM 40% VOID
SPACE SHOULD BE PLACED IN THE BED IN MAXIMUM 8-—INCH LIFTS. EACH
LAYER SHOULD BE LIGHTLY COMPACTED, WITH CONSTRUCTION EQUIPMENT
KEPT OFF THE BED BOTTOM AS MUCH AS POSSIBLE.

6. APPROVED SOIL MEDIA SHOULD BE PLACED OVER INFILTRATION BED IN
MAXIMUM 6—INCH LIFTS.

SLOPE TO DRAIN SLOPE TO DRAIN

—~—

T ROUND GRATE
_ % \ (SEE DETAIL)

COMPACTED
SOIL

SMOOTHLINE INTERIOR

HDPE RISER
INVERT ELEVATION
% END CAP WITH 2 (MIN.)
1" WEEP HOLES
END CAP
Q

~—HEIGHT VARIES

AASHTO #57 STONE

NON—WOVEN GEOTEXTILE
FABRIC AROUND STONE

YA Al P TAl APP A
NOT TO SCALE

PIPE PERFORATION SPECIFICATIONS
HOLES PER | HOLES PER
PIPE | LINEAR FOOT |LINEAR FOOT
SIZE | (& HOLES) | (¥ HOLES)
6" 68 12
8" 90 16
10" 13 20
12" 136 24
15" 169 30
18" 203 36
24" 271 48
30" 339 60
36" 407 72
48" 542 96
60" 678 120
72" 813 144
NOTE: PIPE PERFORATIONS SHALL
BE NOT LESS THAN 5/16 INCH IN
DIAMETER AND PROVIDE AN
OPENING AREA NOT LESS THAN
3.31 SQUARE INCHES PER SQUARE
FOOT OF PIPE SURFACE.

POUT

NOT TO SCALE

MIN

Tl

DOWNSPOUT
ADAPTER
EXTENSIONS

AS REQUIRED
SEWER TEE WITH
VENTED CAP
90° ELBOW
SPLASH BLOCK

(OPTIONAL)
SOLID RWC

TAI

2" ID—2 WEARING EXISTING SURFACE
CoURSE EXISTING SURFACE :
8" 2A MODIFIED
STONE SUBBASE \ h.%
COMPACTED
SUBGRADE
7 7 AC—20 BITUMINOUS
s SEALER
/ \ SUITABLE BACKFILL 127 N 2" ID—2 WEARING
MIN Mi COURSE
\ 8” BCBC
7 _ EQ&Y WARNING 6” PENNDOT 2A
; MODIFIED STONE
‘52_. 2A MODIFIED 1o SUBBASE
| AY T MIN O STONE BEDING I . PENNDOT 2A
A COMPACTED 2 - MODIFIED STONE
NOT TO SCALE 155 [ pPE \_ 127 SUBGRADE ) ~ A BEDDING
A= 0 A A28 L[ PIPE 3127 COMPACTED
oo, P M MINT 0 /M SUBGRADE
> N
4
4" CLASS AA L . 7 i g
CONCRETE SIDEWALK N(ISIN 6"} "z
4” 2B STONE MIN
SUBBASE NOTES: NOTES
gSEAgF/:gED 1. MODIFIED STONE MAY BE REQUIRED FOR THE FULL HEIGHT 1 MODIFIED STONE MAY BE REQUIRED FOR THE FULL HEIGHT
OF THE TRENCH. OF THE TRENCH
/// 2. ADDITIONAL PREPARATIONS MAY BE REQUIRED BY SITE AND 5. ADDITIONAL PREPARATIONS MAY BE REQUIRED BY SITE AND
SOIL CONDITIONS. :
, SOIL CONDITIONS.
] 3. BACKFILL MUST BE COMPACTED IN 12” MAX LIFTS. THE 5 BACKFILL MUST BE COMPACTED IN 12 MAX LIFTS. THE
/ TOWNSHIP ENGINEER MAY REQUIRE SUBMITTAL OF TOWNSHIP ENGINEER MAY REQUIRE SUBMITTAL OF
COMPACTION TEST RESULTS.
4 COMPACTION TEST RESULTS.
IDEWAL K . TRENCH RESTORATIC TA| TRENCH A ADWAY RESTORATI TAl
NOT TO SCALE

NOT TO SCALE

FRESH AIR MUSHROOM

CAP IN GRASS AREA EVERGREEN TREE

FLUSH WITH GRADE
IN IMPERVIOUS AREA

WIDE NYLON WEBBING

ROOT CROWN AT \}L
FINISH GRADE, OR
1—2" ABOVE GRADE

2"x2" WOOD STAKE AT T
EXTENSION
AS REQUIRED OR BELOW GRADE RN

2" MIN (N L~
GRASS AREAS)

311

SOl

FINISH GRADE

2X WIDTH OF
ROOTBALL

NOTES: ,
1. NO REDUCTION IN SIZE FROM HOUSE TO 4
SEWER. ‘ \ / )
2. NO STORM SEWER OR SURFACE WATER DECIDUOUS TREE )/
OF ANY NATURE SHALL BE PERMITTED f/
TO ENTER THE SANITARY SYSTEM. Wil
3. CONCRETE ENCASEMENT MAY BE \;'
%/

REQUIRED AT THE DIRECTION OF THE

TOWNSHIP. S

T A TRAP TAI WIDE NYLON WEBBING

NOT TO SCALE ROOT CROWN AT
FINISH GRADE, OR
1—2" ABOVE GRADE /
2"x2" WOOD STAKE AT '
OR BELOW GRADE ,,.‘

FINISH GRADE .

1/3 TREE
HEIGHT

2X WIDTH OF

ENGINEERING CO. OR

APPROVED EQUAL PVC BEND 200 (8”)

PVC LATERAL

CAST IRON ”Y” SADDLE ROOTBALL
W/PVC STUB AS
MANUF. BY GENERAL\ JREE PLANTING DETAIL

25 (1") |, 175
SEWER | (7" / 6 (1/4”) RADIUS
MAIN e 20 (3/4™ RADIUS

40

ROADWAY 11 yo»

STRAPS W/ —~< (11/27)
BOLTé S~ JOINTS SHALL BE SLOPE i

SETTLED LAYER
MULCH

= AT
_MOF
=l TILLED OR BROKEN UP
|

L MIN 12" DEEP

120°

TREE TRUNK
—GUY WIRE
STAKE

2" SETTLED LAYER
OF MULCH

TILLED OR BROKEN UP
SOIL MIN 12" DEEP

NOT TO SCALE

VARES |

TREE PLANTING NOTES:

1.

1.

1.

MIN 14’ WIDTH | VARIES

ALL PLANT MATERIALS AND INSTALLATION
SHALL BE IN ACCORDANCE WITH THE
AMERICAN STANDARDS FOR NURSERY
STOCK, LATEST EDITION.

DIG THE PLANTING HOLE A MINIMUM OF 2x
WIDTH OF ROOTBALL FOR AT LEAST THE
FIRST 12 INCHES OF DEPTH. BELOW 12
INCHES, DIG HOLE WIDE ENOUGH TO PERMIT
ADJUSTING. DO NOT DIG THE HOLE DEEPER
THAN ROOT BALL DEPTH.

SCARIFY THE SUBGRADE AND SIDES OF THE
PLANTING HOLE WHEN PLANTING IN CLAY
SOILS (MORE THAN 15% CLAY).

LIFT AND SET THE TREE BY ROOT BALL
ONLY. DO NOT LIFT USING THE TREE TRUNK
AND DO NOT USE TREE TRUNK AS A
LEVER.

SET THE TOP OF THE ROOT BALL LEVEL
WITH THE SOIL SURFACE OR SLIGHTLY
HIGHER IF THE SOIL IS PRONE TO SETTLING.
AFTER THE TREE IS SET IN PLACE, REMOVE
BURLAP, WIRE AND STRAPS FROM AT LEAST
THE UPPER 1/3 OF THE ROOTBALL.
BACKFILL WITH EXISTING SOIL THAT HAS
BEEN WELL-TILLED OR BROKEN UP. DO
NOT ADD AMENDMENTS TO THE BACKFILL
SOIL. AMEND THE SURFACE WITH MULCH.
USE THREE 2” X 2" WOOD STAKES DRIVEN
INTO UNDISTURBED SOIL A MINIMUM OF 16
INCHES. SPACE STAKES EQUALLY AROUND
THE TREE.

ATTACH 3/4” NYLON WEBBING TO CONNECT
THE TREE TO STAKES. ATTACH WEBBING AT
1/3 THE TREE HEIGHT.

. APPLY A 3" (SETTLED) DEPTH OF BARK

MULCH TO THE PLANTING SURFACE. LEAVE
A 2" SPACE AROUND THE TRUNK FOR AIR
CIRCULATION.

PRUNING SHALL BE LIMITED TO DEAD,
DISEASED, OR BROKEN LIMBS ONLY AND
SHALL BE IN ACCORDANCE WITH ANSI A300
SPECIFICATIONS.

. REMOVE ANY TRUNK WRAP REMAINING AT

TIME OF PLANTING. NO WRAPS SHALL BE
PLACED ON TRUNK.

REPLACEMENT TREE NOTES:

THE FINAL LOCATION OF THE REPLACEMENT
TREES SHALL BE CONFIRMED BY THE
OWNER AND APPROVED BY THE TOWNSHIP
ARBORIST.

SEE RC-67M

PUSH—ON OR CEMENT
WATER—TIGHT JOINTS

> CUT OPENING IN SEWER e

450 (187)

A <==—

SEE RC—-67M

\

MAIN TO SIZE OF

o /b

LATERAL WITH TAPPING
MACHINE 125 VRAVARE
3,000 PSI CONCRETE (57 A
AROUND EACH "Y” SADDLE

UNDISTURBED EARTH WITH A MIN. 6” COVER

#6 (#5 )

< 40(11/2") TYP
SECTION A—A

A <= Lz—#m (#5 ) BARS

ELEVATION VIEW

LATERAL CONNECTION DETAIL —  DEPRESSED CURB FOR DRIVEWAYS

NOT TO SCALE

NOT TO SCALE

( PROJECT:

RESIDENTIAL SUBDIVISION

PROJECT ADDRESS

43 EAST TURNBULL AVENUE, HAVERTOWN, PA 19083

MUNICIPALITY:

.

HAVERFORD TOWNSHIP

COUNTY:

DELAWARE COUNTY

(3 |o8/21/26] EGRESS

( PLAN SET:

(2 |o8/17/26] LAYOUT
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SHEET NAME
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POST CONSTRUCTION STORMWATER MANAGEMENT NOTES & DETAILS
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(1 |o8/10/26 STC %
)
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OWNER / APPLICANT DATE: AUGUST 5, 2026
e L I S LR L LA MARLEY REAL ESTATE HOLDINGS, LLC SCALE: NO SCALE
C/0_VINCE SPOSATO ONE CALL NUMBER: | 2026-079-0734
DOCLNENTS A3 SUALECT To, TiE Follows LuraTons: (), ouice 219 SUGARTOWN ROAD DRAWN BY: CCY
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OR FOR ANY OTHER USE OR PURPOSE, WITHOUT WRITTEN VERIFICATION
OR ADAPTATION BY ENGINEER; (2) ANY SUCH USE OR REUSE, OR ANY

MODIFICATION OF THE DOCUMENTS, WITHOUT WRITTEN VERIFICATION,
COMPLETION, OR ADAPTATION BY ENGINEER, AS APPROPRIATE FOR THE
SPECIFIC PURPOSE INTENDED, WILL BE AT OWNER'S SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO ENGINEER OR TO ITS
OFFICERS, DIRECTORS, MEMBERS, PARTNERS, AGENTS, EMPLOYEES, AND
CONSULTANTS; (3) OWNER SHALL INDEMNIFY AND HOLD HARMLESS
ENGINEER AND ITS OFFICERS, DIRECTORS, MEMBERS, PARTNERS,
AGENTS, EMPLOYEES, AND CONSULTANTS FROM ALL CLAIMS, DAMAGES,
LOSSES, AND EXPENSES, INCLUDING ATTORNEYS® FEES, ARISING OUT OF
OR RESULTING FROM ANY USE, REUSE, OR MODIFICATION OF THE
DOCUMENTS WITHOUT WRITTEN VERIFICATION, COMPLETION, OR
ADAPTATION BY ENGINEER; AND (4) SUCH LIMITED LICENSE TO OWNER
LSHALL NOT CREATE ANY RIGHTS IN THIRD PART\ESJ

( PREPARED BY:

COLLEGEVILLE, PA

YOHN ENGINEERING, LLC
P.0. BOX 26094

610—489—-4580
WWW.YOHNENGINEERING.COM

19426
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[ Serial Number: 2026-079-0734

CALL BEFORE YOU DIG!

PENNSYLVANIA LAW REQUIRES
3 WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND 10 WORKING
DAYS IN DESIGN STAGE-STOP CALL

Pennsyivania One Call System, Inc.
1-800—-242-1776

\. J

ALL LOCATIONS OF EXISTING UTILITIES, SHOWN
ON THIS PLAN, HAVE BEEN DEVELOPED FROM
FIELD LOCATIONS OF VISIBLE ABOVE GROUND
UTILITY STRUCTURES AND/OR INFORMATION
FURNISHED BY THE UTILITY COMPANIES.

ALL LOCATIONS SHOULD BE CONSIDERED
APPROXIMATE. COMPLETENESS OR ACCURACY
OF THE LOCATIONS AND DEPTH OF ALL
STRUCTURES CANNOT BE GUARANTEED.
CONTRACTORS MUST VERIFY ALL LOCATIONS
AND DEPTHS OF ALL UNDERGROUND UTILITIES
AND FACILITIES BEFORE THE START OF ANY
WORK.

AS PER ACT 187 HOUSE BILL 2627, BEFORE

THE START OF ANY EXCAVATION WORK THE

CONTRACTOR SHALL NOTIFY THE AFFECTED

UTILITY COMPANIES THROUGH THE

PENNSYLVANIA "ONE CALL SYSTEM”

1-800—242—-1776 ACCORDING TO THE

FOLLOWING SCHEDULE:

e PRELIMINARY NOTICE: MORE THAN 90 DAYS
FROM THE START OF CONSTRUCTION

e FINAL NOTICE: 10—90 DAYS FROM THE
START OF CONSTRUCTION

e ROUTINE NOTICE: 3—10 DAYS FROM THE
START OF CONSTRUCTION

REFERENCE PLANS:

1. BOUNDARY AND TOPOGRAPHIC SURVEY PLAN PREPARED
FOR VINCE SPOSATO BY SCHOCK GROUP, LLC.,
CONSHOHOCKEN, PA. DATED MARCH 26, 2026. FILE NO.
2322.

2. LIDAR TOPOGRAPHY AND OTHER GIS INFORMATION OBTAINED
ELECTRONICALLY FROM SHAPE FILES DISTRIBUTED BY
DELAWARE VALLEY REGIONAL PLANNING COMMISSION. FILES
WERE OBTAINED VIA WWW.PASDA.PSU.EDU.

3. AERIAL PHOTOGRAPH OBTAINED FROM THE MICROSOFT
CORPORATION BING MAPS.

4. SOILS INFORMATION VIA THE NATURAL RESOURCES
CONSERVATION SERVICE WEB SOIL SURVEY
(WEBSOILSURVEY.SC.EGOV.USDA.GOV.)

REFERENCE PLAN #1 NOTES:

1. THIS PLAN REPRESENTS AN ACTUAL FIELD SURVEY
PERFORMED ON THE PREMISES ON MARCH 20, 2026 AND
DEPICTS CONDITIONS ON THAT DATE.

2. THE EXISTENCE AND/OR LOCATION OF ALL SUBSURFACE
UTILITIES SHALL BE CONSIDERED APPROXIMATE AND MUST
BE FIELD VERIFIED BY ALL CONTRACTORS PRIOR TO
CONSTRUCTION.

3. THE HORIZONTAL BEARING DATUM SHOWN ON THIS PLAN IS
PA STATE PLANE ZONE SOUTH HARN.

4. THE VERTICAL DATUM SHOWN ON THIS PLAN IS PER
NAVD1988 OBTAINED VIA GPS NETWORK.

5. THIS SURVEY WAS PERFORMED WITHOUT THE BENEFIT OF A
CLIENT PROVIDED TITLE REPORT & IS SUBJECT TO THOSE
FINDINGS, IF ANY.

6. THIS PROPERTY IS LOCATED IN ZONE X "AREA OF MINIMAL
FLOOD HAZARD” IN ACCORDANCE TO FEMA MAP PANEL
42045C0106F, EFFECTIVE DATE 11,/18/2009.

LINETYPE LEGEND

_—mm— - EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING

PROPERTY LINE
RIGHT OF WAY
BUILDING SETBACK
FENCE

1" CONTOUR

5 CONTOUR
OVERHEAD ELECTRIC
ELECTRIC LINE

GAS LINE
TELECOMMUNICATION LINE
WATER LINE
SANITARY LINE
STORM PIPES

15%—25% SLOPES (REGULATED)
>25% SLOPES (UNREGULATED)
(REGULATED AS 15%—25%)
PROPOSED OVERHEAD ELECTRIC
PROPOSED ELECTRIC LINE
PROPOSED GAS LINE

PROPOSED TELECOMMUNICATION LINE
PROPOSED WATER LINE

PROPOSED SANITARY LINE
PROPOSED STORM PIPES

//
E
G

T/C
w

SS

PROPOSED BUILDING

PROPOSED DRIVEWAY

PROPOSED IMPERVIOUS WALKS, WALLS, ETC.

PROPOSED
PROPOSED

SILT SOCK
TREE PROTECTION FENCING

PROPOSED LIMITS OF DISTURBANCE
PROPOSED EROSION CONTROL BLANKET
SOILS INFORMATION
DEPTH | DEPTH
SYMBOL NAME %SLOPE HY%E%E%G'C TO SH| TO
WATER BEDROCK]
TALLEYVILLE—URBAN 0TO 8
T | LAND=ANTHROPIC | prpepnT D 6.6+ | 6.6+
UDORTHENTS CRCEN.
COMPI EX
NOTES: IF THE PROPOSED EROSION AND SEDIMENTATION CONTROL

MEASURES ARE INSTALLED AND MAINTAINED PROPERLY, NO
UNFORESEEN SOIL LIMITATIONS OR PROBLEMS ARE LIKELY.
NEVERTHELESS, IF A PROBLEM DOES DEVELOP, THE DEVELOPER MUST
TEMPORARILY SEED AND MULCH THE DISTURBED AREA. SUITABLE
TOPSOIL SHALL BE IMPORTED TO SITE IF INADEQUATE QUANTITIES OF
SUITABLE TOPSOIL EXIST ON SITE. ADEQUACY OF SOIL TO BE
DETERMINED BY SITE GEOTECHNICAL ENGINEER IN CONJUNCTION WITH
THE LANDSCAPE ARCHITECT. SOIL AMENDMENTS SHALL BE ADDED
AS REQUIRED. ALL UNSUITABLE MATERIAL SHALL BE DISPOSED OF
PROPERLY. SITE GEOTECHNICAL ENGINEER SHALL ALSO BE
CONSULTED DURING WINTER GRADING OPERATIONS.

\ \ / i Ardmore Junction [
Merwood Park %
N - — TURNBULL AVE
—_—_— T - 5 Wynnewoodem 0
wynnewood Lanes
— (50" WIDE R.O.W.) ~ iy
—= :‘\— N _/7— - Gest Tract 4
- N
I N \
\ — — [._‘;‘e
\\ \/ T & %
\ ( ~~~~~~~~ \ Beechwood - Brookline [D
N > ~ \\
/ — 7 — )/ Haverford High School o
W W W W —/ W W W w W W W W W W W W W w— Py %
/ _ - w°°‘\\“ %(4 I o
/ - - Pennsy. Trall T’f- ﬂff’
N - r-_{ Grange Field
s s — S s —%s s s — —=s s s S S S S s S — —5,8S—- —S S S S s s €
X —_— -~
N 3 4" PVC SEWER LATERAL s\ == =" B &
» APPROXIMATE LOCATION OF EXISTING d £ v
\ }? e 1/4 PER FOOT MlN\ S n WATER AND SEWER LATERALS. MANOA - Havertown : © 2
N MIN 3/4” K COPPER \\,» > b w3y 1
> L
0\ UNDERGROUND ELECTRIC 2 LOCATION MAP.
INV 6" TERRACOTTA PIPE: . q® .
AN HATERAL £1:321.56 4* AMERICAN BASSWOOD SCALE: 17 = 2,000
N CONCRETE CURB - CONSTRUCTION TIMING AND SEQUENCE NOTES:
< = = 1. ANTICIPATED START OF CONSTRUCTION: DECEMBER 2026.
2. INSTALL THE TREE PROTECTION FENCING (AS REQUIRED) AND NOTIFY
AN TOWNSHIP FOR APPROVAL AND 48 HOURS PRIOR TO THE START OF
EARTHMOVING ACTIVITIES.
(Q \ CORNER y 3. INSTALL THE STABILIZED CONSTRUCTION ENTRANCE. ALL CONSTRUCTION
N 247103.8150 ~ / VEHICLES SHALL UTILIZE THIS ENTRANCE TO EXIT THE SITE.
E 2653387.0189 \‘l// y 4. INSTALL SILT FENCE. STRIP TOPSOIL AND STOCKPILE FOR FUTURE USE.
/ { SURROUND STOCKPILE WITH SILT FENCE AND IMMEDIATELY STABILIZE.
—_—— _ ™~ 5. CLEAR AND GRUB THE SITE WITHIN THE LIMITS OF DISTURBANCE.
- - _ = ] 6. DEMOLISH EXISTING IMPERVIOUS AS NOTED ON THE PLAN.
— /j ( S CM(TBS) - - - - 7. EXCAVATE FOR THE PROPOSED FOUNDATION, CONSTRUCT AND BACKFILL
[ 200.30° TO 4” REBAR FOUND I ~T ) AND ROUGH GRADE THE SITE.
STABILIZED - \ 8. INSTALL THE STONE BASE FOR THE DRIVEWAY.
| CONSTRUCTION o o o | CORNER 9. CONCURRENT WITH DRIVEWAY STONE, BEGIN BUILDING CONSTRUCTION.
| ENTRANCE |/ 3 L §§) D o /g/ 5;;2?;;73275 10. FINAL GRADE THE SITE AND INSTALL THE WALKWAYS, DECK AND FINAL
~) B 0 ~ PAVING.
(TYPICAL) (| T © 3 3 B ®= | 11. SPREAD TOPSOIL, SEED AND IMMEDIATELY STABILIZE.
8" SILT Sock oR-l! 1] = o | Q9 ) [ — 12. NOTIFY THE TOWNSHIP ENGINEER 48 HOURS PRIOR TO THE INSTALLATION
STANDARD SILT \ - — N DT . T 1y \ OF THE STORMWATER MANAGEMENT SYSTEM AND ASSOCIATED FACILITIES.
FENCE ( AL) n N "&, 2, . UPON SITE STABILIZATION, INSTALL THE PERMANENT STORMWATER
L — L) | n =3 T ‘ N MANAGEMENT SYSTEM. THE STORMWATER MANAGEMENT SYSTEM SHALL NOT
_— UMIT OF 3 - 23— | B ~ / RECEIVE RUNOFF WITHOUT THE PRIOR APPROVAL FROM THE TOWNSHIP
| - ™ DISTURBANCE mm ENGINEER AND UNTIL THE ENTIRE DRAINAGE AREA CONTRIBUTORY HAS
~ (TYPICAL) - r \ ACHIEVED FINAL STABILIZATION.
e \ |F 32 — (| / 13. REMOVE THE EROSION AND SEDIMENTATION CONTROLS AND IMMEDIATELY
o 32 7 | STABILIZE DENUDED AREAS.
55 32408 \ 14. ANTICIPATED END OF CONSTRUCTION: DECEMBER 2027.
l DISTURBED AREA: 6,700+ SF (0.15 AC)
N ) 1 © l \ UNDISTURBED AREA: 5,800+ SF (0.13 AC)
AN | b o 00 ECOND—STORY 2 (! | \
— - W . ° N
| / | H° OQ o0 VERHANG @-‘» K| s @ |
\ ——O O O \ =z IN J \3? \
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N LANDS N/F OF T EGRESS ‘WELL I S \
\ " CATHERINE A. SARGENT ~ | F \ \ | 3206 = | |
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| < N ! Z DETACHED HQUSE ] I—-I 3.3 |— Q GARVAGH ASSOCIATES LLC
N “ . - FF 3250 '\ | _ [ ™ 45 £, TURNBULL AVENUE
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- ™~ o, 1 ‘\N\J 3 I | DB 6643 PG 4847 /
—— ol B | = 2 %
\ - o LOT 17 : , N
= T 6” pvo\@ Il a N DOWNSPOUT (TYP) | - /Q /
| 12” YARD DRAIN #1 | 1 0.5% MN N 5.7|~I Iy é | Sy i | /
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\ e e | 1 A Ty |
INV 319.0 4 5.7 1 .9” ® 7 , ™
BOT 318.0 M T MORE THAN 18" \ N[ T . =2 = 19.67 é/ R S /
26 LF 6" | INTO SIDE YARD) \ I 7 Sy—= e — D b 2 by .
PVC © 0.8% PATIO 22 / /
— 322.0 | \ /
— 4 -10.0’ ¥
| " pCsM | 2 0.92 IN/HR @ 5, 6', & 18.0 \ \ | S
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\ | TOP STONE 320.5 | ZONE TO 10° DEEP) cone N\ 7
" BOT STONE 314.5 222 . / . %
\ ~|183NHR @5, 6, & Y, " 4 T
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3 - — ] o0
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| ! N | (— |
o i | \ | /
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|< 544 12.0° | | /
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STANDARD E&S PLAN NOTES: TOPSOIL APPLICATION, TURFGRASS ESTABLISHMENT AND SEEDING NOTES: | TREE PROTECTION PROCEDURES:
1. ALL EARTH DISTURBANCES, INCLUDING CLEARING AND GRUBBING AS WELL AS CUTS AND FILLS SHALL BE DONE 1. CONTRACTOR TO CONFIRM ADDITIONAL AND AREA SPECIFIC A. PROTECTION FROM MECHANICAL INJURY.

IN ACCORDANCE WITH THE APPROVED E&S PLAN. A COPY OF THE APPROVED DRAWINGS (STAMPED, SIGNED AND REQUIREMENTS WITH THE OWNER AND OWNER REPRESENTATIVE PRIOR e S o MPOST LAYER - COMPOST FILTER SOCK 2 IN. x 2 IN. WOODEN STAKES WELL VEGETATED, GRASSY AREA 1. AN AREA OF PRESERVATION AROUND ALL TREES TO BE

DATED BY THE REVIEWING AGENCY) MUST BE AVAILABLE AT THE PROJECT SITE AT ALL TIMES. THE REVIEWING TO INSTALLATION. BLOWN /PLACED RETAINED SHALL BE PROTECTED BY APPROPRIATE FENCING.
AGENCY SHALL BE NOTIFIED OF ANY CHANGES TO THE APPROVED PLAN PRIOR TO IMPLEMENTATION OF THOSE TOPSOIL APPLICATION: FILTER MEDIA DISCHARGE HOSE 2. HEAVY—EQUIPMENT OPERATORS SHALL BE CAREFUL NOT TO
CHANGES. THE REVIEWING AGENCY MAY REQUIRE A WRITTEN SUBMITTAL OF THOSE CHANGES FOR REVIEW AND : DAMAGE EXISTING TREE TRUNKS AND ROOTS. FEEDER ROOTS

1. GRADED AREAS SHOULD BE SCARIFIED OR OTHERWISE LOOSENED TO A
DEPTH OF 3 TO 5 INCHES TO PERMIT BONDING OF THE TOPSOIL TO
THE SURFACE AREAS AND TO PROVIDE A ROUGHENED SURFACE TO

SHALL NOT BE CUT CLOSER THAN THE AREA OF
PRESERVATION.
3. TREE TRUNKS AND EXPOSED ROOTS DAMAGED DURING

UNDISTURBED AREA

OPTIONAL 6 IN. SUMP DISTURBED AREA M\A/\I\/\I/IIAA_AMZIM_AAA_

APPROVAL AT ITS DISCRETION.
2. AT LEAST 3 DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, OR EXPANDING INTO AN AREA
PREVIOUSLY UNMARKED, THE PENNSYLVANIA ONE CALL SYSTEM INC. SHALL BE NOTIFIED AT 1-800—-242—-1776

FOR THE LOCATION OF EXISTING UNDERGROUND UTILITIES. L T L RO D D oo cROSS THE DISTURBED B TR z_ | Dassss CONSTRUCTION SHALL BE INSPECTED BY AN ARBORIST AND

3. ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE SEQUENCE PROVIDED ON THE ARER TO A DEPTH OF 4 208 INCHES MINIMUM 5 INCHES. BN FILL - <= i TREATED ACCORDING TO THE ARBORIST'S PROFESSIONAL
PLAN DRAWINGS. DEVIATION FROM THAT SEQUENCE MUST BE APPROVED IN WRITING FROM THE MUNICIPALITY OUTSLOPES. SPREADING SHOULD BE DONE IN SUGH A MANNER. THAT AASHTO NO. 57 — RECOMMENDATION, ALL AT THE EXPENSE OF THE APPLICANT.
PRIOR TO IMPLEMENTATION. SODDING OR SEEDING GAN PROCEED WITH A MINIMUM OF  ADDITIONAL R-3 ROCK &M 4. TREE LIMBS DAMAGED DURING CONSTRUCTION SHALL BE

4. AREAS TO BE FILLED ARE TO BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL TO REMOVE TREES, SREPARATION OR TILLAGE . IRREGULARITIES IN THE SURFACE. RESULTING ‘ N SECTION PRUNED IN ACCORDANCE WITH THE STANDARDS OUTLINED IN
VEGETATION, ROOTS AND OTHER OBJECTIONABLE MATERIAL. FROM TOPSOIL PLACEMEN:F SHOULD BE CORRECTED IN ORDER TO OUTLET CROSS—SECTION - ANS| A300, TREE, SHRUB AND OTHER WOODY PLANT

5. CLEARING, GRUBBING, AND TOPSOIL STRIPPING SHALL BE LIMITED TO THOSE AREAS DESCRIBED IN EACH STAGE REVENT FORMATION OF DEPRESSIONS UNLESS SUCH DEPRESSIONS ARE INTAKE HOSE MAINTENANCE.

OF THE CONSTRUCTION SEQUENCE. GENERAL SITE CLEARING, GRUBBING AND TOPSOIL STRIPPING MAY NOT BART OF THE PCSM. PLAN STRAW BALES 5. THE OPERATION OF HEAVY EQUIPMENT WITHIN DRIPLINES
COMMENCE IN ANY STAGE OR PHASE OF THE PROJECT UNTIL THE E&S BMPS SPECIFIED BY THE BMP SEQUENCE  , LfSc P e PRS ot | oo o e 10PSOlL OR SUBSOIL 1S OR FILTER FABRIC SHALL BE MINIMIZED IN ORDER TO PREVENT SOIL
FOR THAT STAGE OR PHASE HAVE BEEN INSTALLED AND ARE FUNCTIONING AS DESCRIBED IN THIS E&S PLAN. "N A FROZEN OR MUDDY CONDITION. WHEN THE SUBSOLL IS - /—WOOD POSTS ™\ — HEAVY DUTY LIFTING STRAPS COMPACTION.

6. AT NO TIME SHALL CONSTRUCTION VEHICLES BE ALLOWED TO ENTER AREAS OUTSIDE THE LIMIT OF DISTURBANCE EXCESSIVELY WET OR IN A CONDITION THAT MAY OTUERWISE BE TFT. T (RECOMMENDED) 6. THE INSTALLATION OF FOUR—FOOT—WIDE WOOD CHIP PATHS
BOUNDARIES SHOWN ON THE PLAN MAPS. THESE AREAS MUST BE CLEARLY MARKED AND FENCED OFF BEFORE SETRIMENTAL 10 PROPER CRADING AND SEEDBED PREDARATION — B X PLAN VIEW FOR HIGH TRAFFIC AREAS ADJACENT TO ANY AREAS OF
CLEARING AND GRUBBING OPERATIONS BEGIN. COMPACTED SOLS. SHOULD BE SCARINED 6 T0 12 INCHES ALDNG = yen DISCHARGE HOSE PRESERVATION IS ENCOURAGED AROUND ALL RETAINED

7. TOPSOIL REQUIRED FOR THE ESTABLISHMENT OF VEGETATION SHALL BE STOCKPILED AT THE LOCATION(S) SHOWN CONTOUR WHEREVER POSSIBLE PRIOR TO SEEDING EXISTING CLAMPS TREES AND MANDATORY AROUND ANY HERITAGE TREE.

ON THE PLAN MAPS(S) IN THE AMOUNT NECESSARY TO COMPLETE THE FINISH GRADING OF ALL EXPOSED AREAS : 1_MIN, CONTOURS 7. TO PRESERVE TREES WHICH MAY BE DISTURBED BY THE
THAT ARE TO BE STABILIZED BY VEGETATION. EACH STOCKPILE SHALL BE PROTECTED IN THE MANNER SHOWN TURFGRASS ESTABLISHMENT: 1” CONSTRUCTION PROCESS, AN ARBORIST SHALL SAMPLE SOIL
ON THE PLAN DRAWINGS. STOCKPILE HEIGHTS SHALL NOT EXCEED 15 FEET. STOCKPILE SLOPES SHALL BE 2H:1V SOIL TESTING IN OR ADJACENT TO ANY AREAS OF PRESERVATION AND
OR FLATTER. 1. A SOIL TEST TO DETERMINE LIME AND FERILIZER REQUIREMENTS AR e % IMPLEMENT APPROPRIATE MITIGATION TREATMENT FOR ANY

8. IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED PROVIDES THE BEST GUIDE FOR PROPER TURFGRASS ESTABLISHMENT. \ SOIL COMPACTION OR OTHER SOIL DEFICIENCIES, ALL AT THE
EROSION AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL IMPLEMENT APPROPRIATE BEST MANAGEMENT ROUGH—GRADING COMPOST iéPB%'\Il?ISgTO:DSIIII-:OI\?APEII_IYCII\INSLEIJTIS’I’HT—ZE@I%EIEASEN(?I\I:I-IZD JE,(}I /IHEE)
PRACTICES TO MINIMIZE THE POTENTIAL FOR EROSION AND SEDIMENT POLLUTION AND NOTIFY THE MUNICIPALITY. 1. REMOVE ALL DEBRIS, INCLUDING LARGE STONES. FILTER . SOCK UNDISTURBED AREA 2 IN. x 2 IN. WELL VEGETATED. GRASSY AREA B U ARS AFTER THE. COMPLETION OF CONSTRUCTION

9. ALL BUILDING MATERIALS AND WASTES SHALL BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN 2. TILL SOIL AND BRING AREA TO ROUGH—GRADE PRIOR TO LIMING OR HEIGHT OF ROCK WOODEN STAKES : / 8. TREES ShaLL NOT BE USED FOR ROPING. GABLES. SIGNS OR
ACCORDANCE WITH THE DEPARTMENT'S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE 260.1 ET FERTILIZATION. p el OF ROk 3 FT. MIN AASHTO NO. 57 PLAN VIEW TN O FT N PUMP—"|NTAKE HOSE " FENGING. 'NAILS AND SPIKES SHALL NOT BE DRIVEN INTO
SEQ., 271.1, AND 287.1 ET. SEQ. NO BUILDING MATERIALS OR WASTES OR UNUSED BUILDING MATERIALS SHALL 3. WHERE TOPSOIL IS TO BE REPLACED OR BROUGHT IN, FIRST =5/ — ELEVATION VIEW NG
BE BURNED, BURIED, DUMPED, OR DISCHARGED AT THE SITE. ROUGH—GRADE THE AREA TO THE CONTOUR OF THE FINISHED GRADE OF STRAW BALES OR UP—SLOPE FACE . .

FILTER FABRIC FENCE NOTES: 9. THE AREA AROUND THE BASE OF EXISTING TREES SHALL BE

10. ALL OFF—SITE WASTE AND BORROW AREAS MUST HAVE AN E&S PLAN APPROVED BY THE LOCAL CONSERVATION Lan\I(C;) FACILITATE UNIFORM DISTRIBUTION OF TOPSOIL. N ok FABRIC SHALL MEET STANDARDS OF TABLE 4.1 OF THE PA NOTES: THE AREA AROUND THE BASE JFLEXISTING TREES
DISTRICT OR THE DEPARTMENT FULLY IMPLEMENTED PRIOR TO BEING ACTIVATED. : ’ _

11. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ANY MATERIAL BROUGHT ON SITE IS CLEAN FILL. FORM 1. WHERE A TEST HAS BEEN MADE, BROADCAST AND WORK INTO A 4 To NOTES: STANDARDS OF TABLE 4.3 OF THE PA DEP EROSION CONTROL h I\_/I(/)AVIE\R/’IC,)ALLU %EWFI\IIU\-/I/ZI?HBQI%?% SSI_I');LEII\I(’?FH MgggBFLEOZTIﬁgll-\llEDWC")\\J/'F'\ITYg-I:EOTSEiI:IILSE STORAGE OF EQUIPMENT, MATERIALS. DEBRIS OR FILL SHA
FP—001 MUST BE RETAINED BY THE PROPERTY OWNER FOR ANY FILL MATERIAL AFFECTED BY A SPILL OR 6-INCH SOIL DEPTH TO MEET THE REQUIREMENT SHOWN BY THE TEST. - A ROCK FILTER OUTLET SHALL BE INSTALLED WHERE FAILURE OF A SILT FENCE OR STRAW 5 ftin : THEY SHALL BE CAPABLE OF TRAPPING PARTICLES LARGER THAN 150 STORAGE OF EQU T, MATERIALS, S OR FILL SHALL
RELEASE OF A REGULATED SUBSTANCE BUT QUALIFYING AS CLEAN FILL DUE TO ANALYTICAL TESTING. 2. WHERE LIME REQUIREMENT EXCEEDS 200 LBS. PER 1,000 SF, APPLY BALE BARRIER HAS OCCURRED DUE 1O CONGENTRATED FLOW. ANCHORED COMPOST LAYER = & o 0cT FILTER SOCK SHALL BE PLACED AT EXISTING LEVEL MIGRONS. G VOLUME FILTER BAGS SHALL BE MADE FROM WOVEN BE ALLOWED WITHIN THE DRIPLINE OF ANY EXISTING TREE,

12. ALL PUMPING OF WATER FROM ANY WORK AREA SHALL BE DONE ACCORDING TO THE PROCEDURE DESCRIBED IN ONE HALF THE TOTAL REQUIREMENT, TILL, APPLY THE REMAINING ONE SHALL BE USED ON UPSLOPE FACE IN HQ AND EV WATERSHEDS. " CRADE. BOTH ENDS OF THE BARRIER SHALL BE EXTENDED. AT CEOTEXTILES THAT MEET THE FOLLOWING. STANDARDS. EXCEPT AS MAY BE NECESSARY FOR A MAXIMUM OF THREE
THIS PLAN, OVER UNDISTURBED VEGETATED AREAS. HALF, AND RETILL. 2. SEDIMENT SHALL BE REMOVED WHEN ACCUMULATIONS REACH 1/3 THE HEIGHT OF THE CRADE. BOTH ENDS OF THE BARRIER SHALL BE EXTENDED AT - 2 MONTHS IF NO OTHER STORAGE SPACE IS AVAILABLE.

13. UNTIL THE SITE IS STABILIZED, ALL EROSION AND SEDIMENT BMPS SHALL BE MAINTAINED PROPERLY. 3. WHERE A TEST IS NOT AVAILABLE, BROADCAST AND WORK INTO A 4 OUTLET. L ONMEN T MAXIMUN SLOPE LENGTH ABOVE ANY BARRIED ALY PROPERTY TEST METHOD MINIMUM_STANDARD | B+ RO O R NCREASE IN THE GRADE OF THE
MAINTENANCE SHALL INCLUDE INSPECTIONS OF ALL EROSION AND SEDIMENT BMPS AFTER EACH RUNOFF EVENT TO 6—INCH SOIL DEPTH A MINIMUM OF 100 LBS. PER 1,000 SF. STANDARD CONSTRUCTION DETAIL #4—6 NOT EXCEED THAT SPECIFIED FOR THE SIZE OF THE SOCK AND THE AVC. WIDE WIDTH STRENGTH ASTM D—4884 80 LB,/IN R T o e e e N THE SRODE oF B
AND ON A WEEKLY BASIS. ALL PREVENTATIVE AND REMEDIAL MAINTENANCE WORK, INCLUDING CLEAN OUT, BASIC FERTILIZATION STANDARD CONSTRUCTION DETAIL #4—6 SLOPE OF 175 TRIBUTARY AREA AND 15 PROFOSED
REPAIR, REPLACEMENT, REGRADING, RESEEDING, REMULCHING AND RENETTING MUST BE PERFORMED IMMEDIATELY. 1. WHERE A TEST HAS BEEN MADE, BROADCAST THE RECOMMENDED ROCK FILTER OUTLET 5 TRAFFIC SHALL NOT BE PERMITTED TO CROSS COMPOST FILTER GRAB TENSILE ASTM D—4632 205 LB A L OIS VEL AND DRAIN TILES AT THE OLD SOLL
IF THE E&S BMPS FAIL TO PERFORM AS EXPECTED, REPLACEMENT BMPS, OR MODIFICATIONS OF THOSE FERTILIZER AND WORK INTO THE SOIL TO A 4 TO 6—INCH DEPTH. NOT TO SCALE " SOcKS PUNCTURE ASTM D—4833 110 LB a. A SYSTEM OF CRAVEL AND DREIN TLES AT i O
INSTALLED WILL BE REQUIRED. 2. WHERE A TEST HAS NOT BEEN MADE, BROADCAST AND WORK INTO THE 4. ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT REACHES MULLEN BURST ASTM D-3786 350 PS| TRUNK AND DESIGNED FOR EACH TREE, INDIVIDUALLY

14, SEDIMENT TRACKED ONTO ANY PUBLIC ROADWAY OR SIDEWALK SHALL BE RETURNED TO THE CONSTRUCTION SITE SOIL TO A 4 TO 6—INCH DEPTH 25 TO 35 LBS. OF 0—46-0 FERTILIZER /2 THE ABOVE GROUND HEIGHT OF THE BARRIER AND DISPOSED 0V RESISTANCE ASTM D355 =07 T L v
BY THE END OF EACH WORK DAY AND DISPOSED IN THE MANNER DESCRIBED IN THIS PLAN. IN NO CASE SHALL OR EQUIVALENT PER 1,000 SF. A O R e b W ERE N T e N FATER s COROUR OF THE LoD
THE SEDIMENT BE WASHED, SHOVELED, OR SWEPT INTO ANY ROADSIDE DITCH, STORM SEWER, OR SURFACE SOIL AMENDMENTS 5. COMPOST FILTER SOCKS SHALL BE INSPECTED WEEKLY AND AFTER 205 % RETANED ASTM D=4751 50 SEVE b. A RETAINING WALL BETWEEN THE EXISTING GRADE AND

15, ALL SEDIMENT REMOVED FROM BMPS SHALL BE DISPOSED OF IN THE MANNER DESCRIBED ON THE PLAN " CONTENT, WORK THE REGOMMENDED ORGANIC MATTER INTG THE SOIL © EACH RUNOFF EVENT. DAMAGED SOCKS SHALL BE REPAIRED 2. A SUITABLE MEANS OF ACCESSING THE BAG WITH MACHINERY REQUIRED THE HIGHER GRADE.

" DRAWINGS 70 A 2 T0 4—INCH DEPTH BEFORE APPLYING THE STARTER FERTILIZER. ACCORDING TO MANUFACTURER'S SPECIFICATIONS OR REPLACED FOR DISPOSAL PURPOSES SHALL BE PROVIDED. FILTER BAGS SHALL BE 2. LOWERING THE GRADE. IF A LOWERING OF THE GRADE IS

16. AREAS WHICH ARE TO BE TOPSOILED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF 3 TO 5 INCHES — 6 TO 12 2. REED SEDGE PEAT, MOSS PEAT, OR A COMBINATION OF THE TWO WITHIN 24 HOURS OF INSPECTION. REPLACED WHEN THEY BECOME 1/2 FULL OF SEDIMENT. SPARE BAGS PROPOSED, THE DEVELOPER SHALL INITIATE ONE OF THE
INCHES ON COMPACTED SOILS — PRIOR TO PLACEMENT OF TOPSOIL. AREAS TO BE VEGETATED SHALL HAVE A MATERIALS IS RECOMMENDED AS A SOURCE OF ORGANIC MATTER. JOINING FENCE SECTIONS 6. EPT%%G%A%E‘LTES‘?Ogﬁg%DE'égi"B A%?EKEO%EQLI_AFEIERREP%XED EmELD %ER K/EFE’ET F/TC/LAE'BABBL/EGEOSHiEELé‘gEyLiNCTEgFOJHgTSFEAggATTOH?/;/(EUT ATE EO%IE(F)%\QE(?IN%EI:EDSRIBEPROTECT THE TREES:

MINIMUM & INCHES OF TOPSOIL IN PLACE PRIOR TO SEEDING AND MULCHING. TILLAGE POLYPROPYLENE SOCKS SHALL BE REPLACED ACCORDING TO REMOVAL UNLESS BAGS COME WITH LIFTING STRAPS ALREADY ATTACHED d. A RETAINING WALL BETWEEN THE EXISTING GRADE AND

17. ALL FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, SETTLEMENT, SUBSIDENCE OR 1. TILL SEEDBED TO A 4 TO 6—INCH DEPTH MAKING SURE THE LIMESTONE MANUFAGTURER'S RECOMMENDATIONS . " THE LOWER GRADE
OTHER RELATED PROBLEMS. FILL INTENDED TO SUPPORT BUILDINGS, STRUCTURES AND CONDUITS, ETC. SHALL BE (IF REQUIRED), AMENDMENTS (IF REQUIRED) AND THE BASIC FERTILIZER . 8 FT. MIN 2 UPON STABILIZATION OF THE AREA TRIBUTARY TO THE SOCK B o FCATED e ek TATED /(A%RE/ESYV)VH/EEEA'TH/IIS\I[IS NOT 3. IF THE PROPOSED GRADE CHANGE. IN THE OPINION OF THE
COMPACTED IN ACCORDANCE WITH LOCAL REQUIREMENTS OR CODES. ARE UNIFORMLY MIXED THROUGHOUT THE SOIL PROFILE. POCKETS OF SUPPORT STAKE * CCTARES ShALL BE REMOVED. THE SOK Mav 'BE LEET IN PLACE DISCHARCE ONTQ STABLE, EROSION RESISTANT AREAS. WHERE IS O ADE TREE OISO, T 100 EXCESSVE 10 ALLOW

18. ALL EARTHEN FILLS SHALL BE PLACED IN COMPACTED LAYERS NOT TO EXCEED 9 INCHES IN THICKNESS. LIMESTONE, AMENDMENTS OR FERTILIZER MUST BE AVOIDED. \ AND VEGETATED OR REMOVED. IN THE LATTER CASE. THE MESH PROVDED, BAGS MAY BE Blacen o e e T s PETENTION OF EXISTING. TREES. THE. DEVELOPER. SUALL

19. FILL MATERIALS SHALL BE FREE OF FROZEN PARTICLES, BRUSH, ROOTS, SOD, OR OTHER FOREIGN OR FINISH—GRADING SHALL BE GUT OPEN AND THE MULCH SPREAD AS A SO O AV B TR AP e S, REPLACE THE TREES REMOVED ON A 1.4 BASIS WHIGH
OBJECTIONABLE MATERIALS THAT WOULD INTERFERE WITH OR PREVENT CONSTRUCTION OF SATISFACTORY FILLS. 1. RAKE AREA TO FINISH—GRADE PRIOR TO SEEDING. LIGHT ROLLING WILL /—FABR'C FENCE SUPPLEMENT AN 5% FOR SLOPES EXCEELING 5% CLEAN ROGR OR OTHER MEANS ONE INCH OF NEW CALIPER FOR EVERY FOUR INCHES

20. FROZEN MATERIALS OR SOFT, MUCKY, OR HIGHLY COMPRESSIBLE MATERIALS SHALL NOT BE INCORPORATED INTO INDICATE ANY LOW SPOTS OR OTHER IRREGULARITIES OF THE AREA. . o e e N TING MATERIAL Moy OE PLNGED UNDER OF DBH REMOVED

21. FILL SHALL NOT BE PLACED ON SATURATED OR FROZEN SURFACES 7 “MMEDIATELY PRIOR TO SEEDING, BROADCAST AND WORK INTO THE TOP N COMPACTED FILL THE BAG TO REDUCE SLOPE STEEPNESS. C. PROTECTION FROM EXCAVATIONS, WHEN DIGGING TRENCHES FOR

22. SEEPS OR SPRINGS ENCOUNTERED DURING CONSTRUCTION SHALL BE HANDLED IN ACCORDANCE WITH THE INCH OF SOIL 40 LBS. OF A 10-5-5, 10-6—4 OR 25 LBS. OF A X BACKFILL SLOPE STANDARD CONSTRUCTION DETAIL #4-—1 o e SLOPE SEDIVENT DARRER 1S REaURED FOR MOST [NSTALLATIONS. LR T T oo e 2 THE D PHLOPER SHALL
STANDARD AND SPECIFICATION FOR SUBSURFACE DRAIN OR OTHER APPROVED METHOD. 16—8—8 FERTILIZER OR THE EQUIVALENT PER 1,000 SF. THE FERTILIZER UNDISTURBED COMPOST FILTER SOCK s L oCATEe N HG OR v WATERSHEDS WITHIN =0 FeeT OF ANy OREFERENCE: ’

23. ALL GRADED AREAS SHALL BE PERMANENTLY STABILIZED IMMEDIATELY UPON REACHING FINISHED GRADE. CUT MUST BE TURF GRADE, HAVING AN APPROXIMATE 2-1—1 RATIO AND GROUND / B NG SURFACE WATER O W e T o e T AVAL ABLE T IF POSSIBLE. TRENCHES SHOULD BYPASS THE ROOT AREA
SLOPES IN COMPETENT BEDROCK AND ROCK FILLS NEED NOT BE VEGETATED. SEEDED AREAS WITHIN 50 FEET OF CONTAINING 35 PERCENT OR MORE OF THE TOTAL NITROGEN AS WATER NOT TO SCALE 5 E PUME DISCHARGE HOSE SHALL BE INSERTED HTo THE BAGS 1 THE 5 IF THIS 19 NOT FEASIBLE. TRENCHES SHOULD BE TUNNELED
A SURFACE WATER, OR AS OTHERWISE SHOWN ON THE PLAN DRAWINGS, SHALL BE BLANKETED ACCORDING TO INSOLUBLE OR CONTROLLED RELEASE NITROGEN. //' ~~_ : " UNDER THE TREES TREE ROGT AREA
MHE_STANDARDS OF THIS PLAN. SEEDING z_ TOE ANCHOR TRENCH gl@%EEgFSE\EgIFFI’IIEF?E Eig ;EEOTAIA'\EIKE/EBT%ERTQI\ISDPSU%%UORSEELY CLAMPED. A 3. IF TRENCHES MUST BE DUG IN THE TREE ROOT AREA, THE

24. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE IN ANY AREA OR SUBAREA OF THE PROJECT, THE 1. LATE SUMMER TO EARLY FALL IS THE BEST TIME FOR SEEDING zZz ~ . . ’
OPERATOR SHALL STABILIZE ALL DISTURBED AREAS. DURING NON—GERMINATING MONTHS, MULCH OR PROTECTIVE PERMANENT TURFGRASS. 0= 6 IN. * STAKES SPACED AT 8 FT. MAX. 6. THE PUMPING RATE SHALL BE NO GREATER THAN 750 GPM OR 1/2 THE FOLLOWING PRECAUTIONS SHALL BE OBSERVED:

BLANKETING SHALL BE APPLIED AS DESCRIBED IN THE PLAN. AREAS NOT AT FINISHED GRADE, WHICH WILL BE 2. SOW RECOMMENDED SEED MIXTURE ADAPTED TO USE AND CLIMATIC USE 2 IN X 2 IN (£3/8 IN.) WOOD OR MAXIMUM SPECIFIED BY THE MANUFACTURER, WHICHEVER IS LESS. PUMP a. TRENCHES SHALL BE NO CLOSER TO THE TRUNK THAN
REACTIVATED WITHIN 1 YEAR, MAY BE STABILIZED IN ACCORDANCE WITH THE TEMPORARY STABILIZATION CONDITIONS OF THE AREA. 1V 5 CQUIVALENT STEEL (U OR T) STAKES . I—l\lllj-ﬁEKRESBASgéA%HEELFIE_BEAIII\-IESECA%)D S[)CEEENEFE>~ANY CROBLEM IS DETECTED . ';G#FATSHEEBV'SFISQ% ZEO;/'O;SI%L'ER'PUNE
SPECIFICATIONS. THOSE AREAS WHICH WILL NOT BE REACTIVATED WITHIN 1 YEAR SHALL BE STABILIZED IN 3. DIVIDE TOTAL SEED QUANTITY INTO TWO EQUAL LOTS, SOWING ONE LOT : : , . .

ACCORDANCE WITH THE PERMANENT STABILIZATION SPECIFICATIONS. IN ONE DIRECTION AND THE SECOND LOT AT RIGHT ANGLES TO THE PUMPING SHALL CEASE IMMEDIATELY AND NOT RESUME UNTIL THE PROBLEM c. IF ROOTS MUST BE CUT, CUT THEM AS CLEANLY AS

25. PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, PERENNIAL 70% VEGETATIVE COVER OR OTHER FIRST WITH A MECHANICAL SEEDER OR SPREADER. SECTION VIEW IS CORRECTED. d ES%'SBELDE FE’QETESR @55? R,\II(S)TT SBLEPEATXBSJV%E’ TO0 DRY OUT
PERMANENT NON—VEGETATIVE COVER WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED EROSION. CUT AND COVER SEED T BERORE PERMANEM T BACREILL 19 BLACED: | PROVIDE
FILL SLOPES SHALL BE CAPABLE OF RESISTING FAILURE DUE TO SLUMPING, SLIDING, OR OTHER MOVEMENTS. 1. RAKE LIGHTLY OR DRAG AREA TO COVER SEED NO DEEPER THAN % IN. TANDA T T TAI -1 TEMPORARY EARTH COVER OR PACK WITH PEAT MOSS

26. E&S BMPS SHALL REMAIN FUNCTIONAL AS SUCH UNTIL ALL AREAS TRIBUTARY TO THEM ARE PERMANENTLY SEED—SOIL CONTACT NOTES: PUMPED WATER FILTER BAG
STABILIZED OR UNTIL THEY ARE REPLACED BY ANOTHER BMP APPROVED BY THE MUNICIPALITY. 1. ROLL LIGHTLY TO FIRM SOIL AROUND SEED. 1. FABRIC SHALL HAVE THE MINIMUM PROPERTIES AS SHOWN IN TABLE 4.3 OF AND WRAP WITH BURLAP.

27. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL DISTURBED MULCHING THE PA DEP EROSION CONTROL MANUAL. NOT TO SCALE e. BACKFILL THE TRENCH AS SOON AS POSSIBLE AVOIDING

2. FABRIC WIDTH SHALL BE 30 IN. MINIMUM. STAKES SHALL BE HARDWOOD OR SOIL COMPACTION
AREAS, THE OWNER AND/OR OPERATOR SHALL CONTACT THE MUNICIPALITY FOR AN INSPECTION PRIOR TO 1. MULCH SEEDED AREA WITH CLEAN STRAW OR MARSH HAY AT 3.0 TONS : : : BLANKET EDGES D, PROTEGTION DURING CLEANUP
REMOVAL /CONVERSION OF THE E&S BMPS. PER ACRE. LIGHT MULCHES (SOME SOIL SHOWING THROUGH MULCH) 5 CQUIVALENT STEEL (U OR 1) ST, iSTING GRADE. BOTH ENDS OF STAPLED AND INSTALL BEGINNING OF ROLL " AL CONSTRUCTION DEBRIS SHALL BE HAULED AWAY AND
28. AFTER FINAL SITE STABILIZATION HAS BEEN ACHIEVED, TEMPORARY EROSION AND SEDIMENT BMPS MUST BE MAY BE LEFT ON THE AREA TO DECOMPOSE. HEAVY MULCHES " 2 FENGE SHALL BE EXTENDED AT LEAST 8 FEET UP SLOPE AT 48 OVERLAPPED o o ANGHOR " SHALL NOT BE BURNED OR BURIED ON SITE.
REMOVED OR CONVERTED TO PERMANENT POST CONSTRUCTION STORMWATER MANAGEMENT BMPS. AREAS (COMPLETE SOIL COVERAGE) SHOULD BE REMOVED FROM THE AREA DR GREES T THE MAIN FENCE. ALICNMENT (4 N, MIN.) ; 5 o FENCES AND BARRIERS AROUND TREES SHALL BE THE LAST
DISTURBED DURING REMOVAL OR CONVERSION OF THE BMPS SHALL BE STABILIZED IMMEDIATELY. IN ORDER TO WITHIN A FEW DAYS AFTER SEED GERMINATION. 4. SEDIMENT SHALL BE REMOVED WHEN ACCUMULATIONS REACH HALF THE L AND COMPACT SOIL THING T0 BE REMOVED FROM THE SITE.
ENSURE RAPID REVEGETATION OF DISTURBED AREAS, SUCH REMOVAL/CONVERSIONS ARE TO BE DONE ONLY " ABOVE GROUND HEIGHT OF THE FENCE
DURING THE GERMINATING SEASON. PERMANENT SEED MIXTURES 5. ANY SECTION OF SILT FENCE WHICH HAS BEEN UNDERMINED OR TOPPED I o STARTING AT TOP OF
29. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL DISTURBED : SLOPE, ROLL BLANKETS IN
SPECIES | % OF MIXTURE | SEED RATE SHALL BE IMMEDIATELY REPLACED WITH A ROCK FILTER OUTLET (STANDARD N
AREAS, THE OWNER AND/OR OPERATOR SHALL CONTACT THE MUNICIPALITY TO SCHEDULE A FINAL INSPECTION. CONSTRUGTION DETAIL # 4—6 DIRECTION OF WATER FLOW ALL TREES AND VEGETATION

30. FAILURE TO CORRECTLY INSTALL E&S BMPS, FAILURE TO PREVENT SEDIMENT—LADEN RUNOFF FROM LEAVING THE SUNNY AREAS AND WELL—DRAINED SOILS # 4—6). 0 BE RETANED WiTHiN 25
CONSTRUCTION SITE, OR FAILURE TO TAKE IMMEDIATE CORRECTIVE ACTION TO RESOLVE FAILURE OF E&S BMPS KENTUCKY BLUEGRASS 100% 2—-3 LB/1,000 SF 6. Z‘é'\E‘(/iEIgHPAELRLMEEET\‘ETTsstTE’AQ'C‘IgEBROPERLY DISPOSED OF WHEN TRIBUTARY e or A BUILDING STE
MAY RESULT IN ADMINISTRATIVE, CIVIL, AND/OR CRIMINAL PENALTIES BEING INSTITUTED BY THE DEPARTMENT AS KENTUCKY BLUEGRASS 80—90% : OR DISTURBED AREA SHALL
DEFINED IN SECTION 602 OF THE PENNSYLVANIA CLEAN STREAMS LAW. THE CLEAN STREAMS LAW PROVIDES FOR PERENNIAL RYEGRASS 10—20% 3—4 LB/1,000 SF BE PROTECTED FROM
UP TO $10,000 PER DAY IN CIVIL PENALTIES, UP TO $10,000 IN SUMMARY CRIMINAL PENALTIES, AND UP TO _ EQUIPMENT DAMAGE BY
$25,000 IN MISDEMEANOR CRIMINAL PENALTIES FOR EACH VIOLATION. KENTUCKY BLUEGRASS 40-60% TANDA T 1l IAI 4-7 W gﬁow FENCING OR OTHER

31. CONCRETE WASH WATER SHALL BE HANDLED IN THE MANNER DESCRIBED ON THE PLAN DRAWINGS. IN NO CASE FINE FESCUES 30-40% 3-4 LB/1,000 SF STANDARD SILT FENCE (18" HIGH) 5 EFFECTIVE BARRIER PLACED
SHALL IT BE ALLOWED TO ENTER ANY SURFACE WATERS OR GROUNDWATER SYSTEMS. PERENNIAL RYEGRASS 10-20% | PREPARE SEED BED Q AT THE DRIPLINES. THE

32. SEDIMENT BASINS AND/OR TRAPS SHALL BE KEPT FREE OF ALL CONSTRUCTION WASTE, WASH WATER, AND TURF—TYPE TALL FESCUE 100% 6—8 LB/1,000 SF NOT TO SCALE (INCLUDING APPLICATION OF LIME x FINAL LOCATION MUST BE
SJEEiCIEEI\E;vIR:?ERHéAVING POTENTIAL TO CLOG THE BASIN/TRAP OUTLET STRUCTURES AND/OR POLLUTE THE TURF—TYPE PERENNIAL RYEGRASS 100% 4=5 LB,/1,000 SF r e orE T S FERTILIZER AND SEED) PRIOR TO : - : ¢gmg¥|EPD /EgB JEIIES - omiOR

33. SEDIMENT BASINS AND/OR TRAPS SHALL BE PROTECTED FROM UNAUTHORIZED ACTS BY THIRD PARTIES. PARTIALLY SHADED AREAS TOPSOIL NA | NA 18 BLANKET INSTALLATION e ; TO THE ISSUANCE OF

34. ANY DAMAGE THAT OCCURS IN WHOLE OR IN PART AS A RESULT OF BASIN OR TRAP DISCHARGE SHALL BE FINE FESCUES 40-50% STOCKPILES 1SZ2SII3sSt | PERMITS. THE LOCATION
IMMEDIATELY REPAIRED BY THE PERMITTEE IN A PERMANENT MANNER SATISFACTORY TO THE MUNICIPALITY, KENTUCKY BLUEGRASS 40-50% 4 LB/1,000 SF i : : OF THE DRIPLINES AND
LOCAL CONSERVATION DISTRICT, AND THE OWNER OF THE DAMAGED PROPERTY. PERENNIAL RYEGRASS 10-20% IJ ” [ FENCING SHALL BE FIELD

35. SOD OR EROSION CONTROL BLANKETING SHALL BE INSTALLED ON ALL SLOPES 4H:1V OR STEEPER, WITHIN 50 SNE FESCUES 5o% 275 [5/1.000 & 5 ADJUSTED IN ORDER TO
FEET OF A SURFACE WATER AND ON ALL OTHER DISTURBED AREAS SPECIFIED ON THE PLAN MAPS AND/OR ° d eT MOUNTABLE MINIMIZE IMPACT TO
DETAIL SHEETS. TURF—TYPE TALL FESCUE 100% 6—8 LB/1,000 SF : BERM (6 IN. MIN.)* e EXISTING TREES.

36. HAY OR STRAW MULCH MUST BE APPLIED AT 3.0 TONS PER ACRE. HAY AND STRAW MULCH SHOULD BE HEAVY SHADE, WELL—DRAINED SOILS 50" MIN, _—I , -

ANCHORED OR TACKIFIED IMMEDIATELY AFTER APPLICATION TO PREVENT BEING WINDBLOWN. A TRACTOR DRAWN SNE FESCUES | 005 [ 4-5 (51,000 & 1.~ A ~ T PROTECTI F |
IMPLEMENT MAY BE USED TO CRIMP THE HAY OR STRAW INTO THE SOIL (ABOUT 37). 4 ’ e EXISTING ROADWAY THE BLANKET SHOULD OVERLAP BLANKET ENDS 6 IN. MIN. REFER TO MANUF. RECOMMENDED o e

37 STRAW MULCH SHALL BE APPLED IN LONG STRANDS. NOT CHOPPED OR FINELY BROKEN HEAVY SHADE, POORLY—DRAINED SOILS —— | —— NOT BE STRETCHED; WITH THE UPSLOPE BLANKED STAPLING PATTERN FOR

38. GRADING AND EARTHMOVING OPERATIONS SHALL BE MINIMIZED DURING THE PERIOD FROM NOVEMBER 15 TO ROUGH BLUEGRASS [ 100% | 2-3 LB/1,000 SF < — fonD ol oM T OVERLYING THE DOWNSLOPE BLANKET STEEPNESS AND LENGTH OF
APRIL 1 WHEN RE—VEGETATION OF EXPOSED GROUND SURFACE IS DIFFICULT. MULCH, STRAW, STONE AND/OR \ GEOTEXTILE I EARTH FILL (SHINGLE STYLE). STAPLE SECURELY. SLOPE BEING BLANKETED
SOD SHALL BE USED TO STABILIZE ALL AREAS DENUDED DURING THIS TIME PERIOD. )

39. THE RUNOFF CROSSING TO THE ADJACENT PROPERTIES DURING THE CONSTRUCTION PHASE OF THE PROJECT TEMPORARY SEED MIXTURE EXISTING MIN 8" AASHTO #1 PIPE AS NECESSARY
SHALL BE MANAGED SO THAT THE WATER QUALITY / QUANTITY IMPACT IS MINIMIZED TO THE ADJACENT SPECIES % OF MIXTURE SEED RATE GROUND NOTES:

PROPERTIES. ADDITIONAL DIVERSION BERMS, STONED CONSTRUCTION STAGING AREAS, AND INLETS/PIPING SHALL ANNUAL OR ITALIAN RYEGRASS 100% 4-5 LB/1,000 SF 1. ?(EEII:)NSAT'\,IAEI)_LE\IO(ILTﬁ'\éEgLDXAI\I:P?EE SHALL BE APPLIED ACCORDING TO THE RATES IN THE PLAN DRAWINGS PRIOR ngLATNES\ng 5 —
ECSENE’S'?g\JIgTEI%NAgH'\LESCEESSARY / DIRECTED IN ORDER TO ENSURE ACCEPTABLE CONDITIONS DURING THE SEED MIXTURE NOTES: PROFILE 2. PROVIDE ANCHOR TRENCH AT TOE OF SLOPE IN SIMILAR FASHION AS AT TOP OF SLOPE. TP SOIL| AI |

40. ALL TOPSOIL SHALL REMAIN ONSITE UNLESS OTHERWISE DIRECTED BY THE OWNER. 1. SEEDIMG AND TURFCRASS INFORMATION TAKEN FROM THE PENN STATE 3’ Stiﬁiéugmff SmELG%%DFRCECENTCIIZU%%%KSC’O%%? vﬁIEKUSNDAE'\FLEYﬁ\IRGASS%lL THROUGHOUT ENTIRE LENGTH

41. THE NPDES BOUNDARY IS EQUAL TO THE LIMITS OF DISTURBANCE FOR THE SITE, AND ANY OFF—SITE AREAS COLLEGE OF AGRICULTURAL SCIENCES. FOR ADDITIONAL INFORMATION *MOUNTABLE BERM USED TO " LAY BLANKET LOOSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT CONTACT WITH SOIL. DO NOT STRETCH
WITHIN THE LIMITS OF DISTURBANCE THAT ARE THE RESPONSIBILITY OF THE DEVELOPER TO INSTALL. OFF—SITE REFER TO HTTP: //PLANTSCIENCE.PSU.EDU /RESEARCH /CENTERS /TURF. PROVIDE PROPER COVER FOR PIPE jo Z BLANKET. i

A . .
FACILITES SUCH AS: UTILITIES AND ROADWAY IMPROVEMENTS. 2. THE PERCENTAGE OF WEED SEEDS SHOULD NOT EXCEED 1.0% BY ATS 5. THE BLANKET SHALL BE STAPLED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS NOTES:
42. FILL MATERIAL AND TOPSOIL STOCKPILES AND ACCESS TO THEM SHALL NOT BE LOCATED WITHIN THE DRIPLINE WEIGHT IN THE CONTAINER. GOOD QUALITY GRASS SEED USUALLY -~ : : 1. SILT FENCE MUST COMPLETELY ENCIRCLE STOCKPILES
OF EXISTING TREES. CONTAINS NO MORE THAN 0.5% WEED SEEDS. S 6. BLANKETED AREAS SHALL BE INSPECTED WEEKLY AND AFTER EACH RUNOFF EVENT UNTIL PERENNIAL 2. TOPSOIL SHALL NOT BE REMOVED FROM THE DEVELOPMENT
3. SEEDS OR SEED MIXTURES CONTAINING TIMOTHY, MEADOW FESCUE, % VEGETATION IS ESTABLISHED TO A MINIMUM UNIFORM 70% COVERAGE THROUGHOUT THE BLANKETED AREA. SITE OR USED AS FILL‘
CLEAN FILL AND ENVIRONMENTAL DUE DILIGENCE NOTES: ORCHARDGRASS, TALL OATGRASS, ANNUAL RYEGRASS OR CLOVER ARE > 2 £ DAMAGED OR DISPLACED BLANKETS SHALL BE RESTORED OR REPLACED WITHIN 4 CALENDAR DAYS. 3. TOPSOIL SHALL BE REMOVED FROM THE AREAS OF
1. IF THE SITE WILL HAVE EXCESS FILL THAT WILL NEED TO BE EXPORTED TO AN OFF SITE LOCATION, THE GENERALLY NOT SUGGESTED FOR TURFGRASS USE. QRS N CONSTRUCTION AND STORED SEPARATELY.
RESPONSIBILITY OF CLEAN FILL DETERMINATION AND ENVIRONMENTAL DUE DILIGENCE RESTS ON THE APPLICANT. 4. ALL SEEDING RATES IN THIS PUBLICATION ARE IN POUNDS PER 1000 2 4. TOPSOIL SHALL BE STABILIZED TO MINIMIZE EROSION
IF ALL CUT AND FILL MATERIALS WILL BE USED ON THE SITE, A CLEAN FILL DETERMINATION IS NOT REQUIRED BY SQUARE FEET. IF CONVERTING TO AN ACRE BASIS, MULTIPLY BY 43. S TANDA T Tl TAl 11-1 DURING STORAGE.
THE OPERATOR UNLESS THERE IS A BELIEF THAT A SPILL OR RELEASE OF REGULATED SUBSTANCE OCCURRED ON 5. IT IS SUGGESTED THAT 3—5 VARIETIES OF KENTUCKY BLUEGRASS BE N EROSION CONTROL BLANKET INSTALLATION 5. UPON COMPLETION OF CONSTRUCTION, THE TOPSOIL SHALL
SITE. USED IN THE BLEND OR MIXTURE. Nl W BE UNIFORMLY REDISTRIBUTED ON THE SITE.

2. APPLICANTS AND/OR OPERATORS MUST USE ENVIRONMENTAL DUE DILIGENCE TO ENSURE THAT THE FILL MATERIAL 6. WHEREVER SEED AND MULCH IS APPLIED BY HYDROSEEDING METHODS, PLAN VIEW ez NOT TO SCALE TYPICA | T Pl T
ASSOCIATED WITH THE PROJECT QUALIFIES AS CLEAN FILL. ALL FILL MATERIAL MUST BE USED IN ACCORDANCE THE SEED AND MULCH SHOULD BE APPLIED IN SEPARATE APPLICATIONS — \

WITH THE DEPARTMENT'S POLICY ”MANAGEMENT OF FILL,” DOCUMENT NUMBER 258—2182-773 A COPY OF THIS WITH THE SEED BEING APPLIED FIRST AND THE MULCH SPRAYED ON NOT TO SCALE
POLICY IS AVAILABLE ONLINE AS WWW. DEPWEB.STATE.PA.US TOP OF THE SEED.

3. CLEAN FILL IS DEFINED AS: UNCONTAMINATED, NON—WATER SOLUBLE, NON—DECOMPOSABLE, INERT, SOLID 7. IN CRITICAL AREAS (E.G. ADJACENT TO OR WITHIN 50 FEET OF
MATERIAL. THE TERM INCLUDES SOIL, ROCK, STONE, DREDGED MATERIAL, USED ASPHALT, AND BRICK, BLOCK OR STREAMS, PONDS, OR WETLANDS) A PROTECTIVE BLANKET SHOULD BE (ProCT
CONCRETE FROM CONSTRUCTION AND DEMOLITION ACTIVITIES THAT IS SEPARATE FROM OTHER WASTE AND IS PROVIDED FOR ALL SEEDED AREAS. NOTES: RESIDENTIAL SUBDIVISION
RECOGNIZABLE AS SUCH. THE TERM DOES NOT INCELUDE MATERIALS PLACED IN OR ON THE WATERS OF THE 1. REMOVE TOPSOIL PRIOR TO INSTALLATION OF ROCK CONSTRUCTION —

COMMONWEALTH UNLESS OTHERWISE AUTHORIZED. (THE TERM "USED ASPHALT” DOES NOT INCLUDE MILLED ENTRANCE. EXTEND ROCK OVER FULL WIDTH OF ENTRANCE. :
ASPHALT OR ASPHALT THAT HAS BEEN PROCESSED FOR RE—USE). 2. RUNOFF SHALL BE DIVERTED FROM ROADWAY TO A SUITABLE SEDIMENT 43 EAST TURNBULL AVENUE, HAVERTOWN, PA 19083

4. CLEAN FILL AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE: FILL MATERIALS AFFECTED BY A REMOVAL BMP PRIOR TO ENTERING ROCK CONSTRUCTION ENTRANCE. MONTCIPALITY: COONTY:

SPILL OR RELEASE OF A REGULATED SUBSTANCE STILL QUALIFIES AS CLEAN FILL PROVIDED THE TESTING REVEALS 3. MOUNTABLE BERM SHALL BE INSTALLED WHEREVER OPTIONAL CULVERT PIPE HAVERFORD TOWNSHIP DELAWARE COUNTY
THAT THE FILL MATERIAL CONTAINS CONCENTRATIONS OF REGULATED SUBSTANCES THAT ARE BELOW THE IS USED AND PROPER PIPE COVER AS SPECIFIED BY MANUFACTURER IS (3 fos/21/26 EGRESS ) \
RESIDENTIAL LIMITS IN TABLES FP—1A AND FP—1B FOUND IN THE DEPARTMENT’S POLICY "MANAGEMENT OF FILL". NOT OTHERWISE PROVIDED. PIPE SHALL BE SIZED APPROPRIATELY FOR SIZE (PUAN ST

5. ANY PERSON PLACING CLEAN FILL THAT HAS BEEN AFFECTED BY A SPILL OR RELEASE OF A REGULATED OF DITCH BEING CROSSED. (2 |o8/17/26 LAYOUT ) MINOR SUBDIVISION PLANS

SUBSTANCE MUST USE FORM FP—001 TO CERTIFY THE ORIGIN OF THE FILL MATERIAL AND THE RESULTS OF THE 4. héléll\lNSTTE/L\INATI\th:M sﬁ%’zilNCE%N?'ERLI'ﬁEIOS'\IPEEC'Z\IIIIEgNCD:I-:l\AEII\I-”SCI:(I)(I\'I”SESBSYSEDAIID_I_I\IC?EROCK (1 ]os/10/26 STC )

ANALYTICAL TESTING TO QUALIFY THE MATERIAL AS CLEAN FILL. FORM FP—OD1 MUST BE RETAINED BY THE : :

OWNER OF THE PROPERTY RECEIVING THE FILL. A COPY OF FORM FP—001 CAN BE FOUND AT THE END OF A STOCKPILE SHALL BE MAINTAINED ON SITE FOR THIS PURPOSE. ALL @EV DATE COMMENTS ) EROSION AND SEDIMENTATION CONTROL NOTES & DETAILS
THESE INSTRUCTIONS. SEDIMENT DEPOSITED ON PAVED ROADWAYS SHALL BE REMOVED AND

6. ENVIRONMENTAL DUE DILIGENCE: INVESTIGATIVE TECHNIQUES, INCLUDING, BUT NOT LIMITED TO, VISUAL PROPERTY RETURNED TO THE CONSTRUCTION SITE IMMEDIATELY. IF EXCESSIVE { ALL DOCUMENTS PREPARED OR FURNISHED BY ENGINEER ARE ) [ PREPARED FOR: N[ )

INSPECTIONS, ELECTRONIC DATA BASE SEARCHES, REVIEW OF PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE AMOUNTS OF SEDIMENT ARE BEING DEPOSITED ON ROADWAY, EXTEND PROPERTY NTEREST (CLUDING THE COPYRIGHT AND THE RIGHT OF OWNER / APPLICANT DATE: AUGUST 5, 2026
HISTORY, SANBORN MAPS, ENVIRONMENTAL QUESTIONNAIRES, TRANSACTION SCREENS, ANALYTICAL TESTING, LENGTH OF ROCK CONSTRUCTION ENTRANCE BY 50 FOOT INCREMENTS L O IO N I AR MARLEY REAL ESTATE HOLDINGS, LLC SCALE: NO SCALE
ENVIRONMENTAL ASSESSMENTS OR AUDITS. ANALYTICAL TESTING IS NOT A REQUIRED PART OF DUE DILIGENCE UNTIL CONDITION IS ALLEVIATED OR INSTALL WASH RACK. WASHING THE e R e C/0 VINCE SPOSATO ONE CALL NUMBER: | 2026-079-0734
UNLESS VISUAL INSPECTION AND/OR REVIEW OF THE PAST LAND USE OF THE PROPERTY INDICATES THAT THE ROADWAY OR SWEEPING THE DEPOSITS INTO ROADWAY DITCHES, SEWERS, DOCUMENTS. AND SUALECT T0' T2 FOLLONNG LMTATIONS! (1) OWNER 219 SUGARTOWN ROAD DRAWN BY: CcCY
FILL MAY HAVE BEEN SUBJECTED TO A SPILL OR RELEASE OF REGULATED SUBSTANCE. IF THE FILL MAY HAVE CULVERTS, OR OTHER DRAINAGE COURSES IS NOT ACCEPTABLE. WAYNE. PA 19087 PROJECT NUMBER: 26—020

, , ]
S ATECTED oY 4 Sl On RELEASE OF A RECULATD SUBSTANGE, T MUST 6 TESTeD o DETERUNE TANDA IRUCTION DETAL 31 L )\
DEPARTMENT'S POLICY ”MAN AGEMENT OF FILL” HODIEIC T ONRC: Kt ER5GC N Mont 1o imsiIsENRE < Bicationd (CREoARED BV N\ STEET, N

7. FILL MATERIAL THAT DOES NOT QUALIFY AS CLEAN FILL IS REGULATED FILL. REGULATED FILL IS WASTE AND MUST T Tl TRA YOHN ENGINEERING, LLC
BE MANAGED IN ACCORDANCE WITH THE DEPARTMENT'S MUNICIPAL OR RESIDUAL WASTE REGULATIONS BASED ON NOT TO SCALE CONSULTANTS, (3) OMNER SHALL INDEWNIFY AND. HOLD HARWLESS P.0. BOX 26094
25 PA. CODE CHAPTERS 287 RESIDUAL WASTE MANAGEMENT OR 271 MUNICIPAL WASTE MANAGEMENT. WHICHEVER AOENTS: ENPLOVEES, AD CONSULTANTS Frech AL GLANIS, DAMACES, COLLEGEVILLE, PA 19426 7 OF 7
S APPLICABLE. 610-489-4580

SRS EREEE 0B RS AR R )L WWW.YOHNENGINEERING.COM JL




DELAWARE COUNTY PLANNING COMMISSION
2 W. Baltimore Avenue — Suite 202

Media, PA 19063
(610) 891-5200
Email: planning_department@co.delaware.pa.us

GINA BURRITT
DIRECTOR

Planning Department September 18, 2026

Mr. David R. Burman
Haverford Township
1014 Darby Road
Havertown, PA 19083

RE: Name of Dev’t: 43 East Turnbull Avenue
DEPD File Now.: 20~B274-2%6
Developer: Marley Real Estate Holdings, LLC
Location: South side of E Turnbull Avenue,
approximately 50' west of Leedom Avenue
Hecw'd in DCBD: August 10, 2026

Dear Mr. Burman:

In accordance with the provisions of Section 502 of the
Pennsylvania Municipalities Planning Code, the above described
proposal has been sent to the Delaware County Planning Commission
for review. At a meeting held on September 17, 2026, the Commission
took action as shown in the recommendation of the attached review.

Please refer to the DCPD file number shown above in any future
communications related to this application.

Very truly yours,

i ‘ § w 4
\/ ’-\_ .\‘ " 3 ,f
Lo UMD

Gina Burritt
Director

cc: Marley Read Estate Holdings, LLC
Yohn Engineering, LLC



DELAWARE COUNTY PLANNING DEPARTMENT
2 W. Baltimore Avenue — Suite 202
Media, PA 19063-3740
Phone: (610) 891-5200
Email: planning_department@co.delaware.pa.us

Date: September 18, 2026
File No.: 20-8274-26

PLAN TITLE: 43 East Turnbull Avenue

DATE OF PLAN: August 6 ,2026

OWNER OR AGENT: Marley Real Estate Holdings, LLC

LOCATION: South side of E Turnbull Avenue,
approximately 50' west of Leedom
Avenue

MUNICIPALITY: Haverford Township

TYPE OF REVIEW: Final Subdivision

ZONING DISTRICT: R-6

SUBDIVISTION ORDINANCE: Local

PROPOSAL: Subdivide 0.287 acre into 2 lots

UTILITIES: Public

RECOMMENDATIONS:: Approval contingent on receiving

zoning relief
STAFEF REVIEW BY: Komeh Lansana
REMARKS :
PREVIOUS ACTION

A plan for the site was last reviewed by the Delaware County
Planning Commission at its meeting on July 16,2026, as a Final
Subdivision/ Land development. The applicant proposed to remove
existing single-family dwelling and construct two new single-
family dwellings with driveways and sidewalks.

Agenda #14
Page 1



Date: September 18, 2026
File No.: 20-8274-26

REMARKS (continued) :
CURRENT PROPOSAL

The plan proposes to subdivide one parcel into two and subsequently
construct one new single-family dwelling with driveway, and
sidewalk.

SITE CHARACTERISTICS

The site’s existing conditions include two-story single-family
dwelling with driveway, detached garage fencing and trees.

APPLICABLE ZONING

The proposal is located within the R-6 district and is subject to
applicable regulations set forth by the Municipal Zoning Code.

NONCONFORMITIES

zoning - Existing Nonconformities: The following aspects of the
site currently do not comply with zoning requirements: front yard
setback, existing garage side and rear yard setback. The above
listed existing nonconformities are not exacerbated by the current
proposal. Additionally, it should be noted that the following
nonconformities are cured by the proposal: front yard setback
(cured) .

zZoning - Proposed Addressed Nonconformities: The following
proposed aspects of the site do not <comply with zoning
requirements: lot width on lot 1 and side yard setback on lot 2,
encroachment of the existing dwelling on the new side yard setback.

Agenda #14
Page 2



Date: September 18, 2026
File No.: 20-8274-26

REMARKS (continued):

Variance Requests:

e Section 182-208.C. (1) (f)[1]- To allow the existing dwelling
to encroach on the new side yard setback.

e Section 182-711.B.9(1)- To allow the existing garage to
maintain its existing side and rear yard setback
nonconformities.

e Section 182-713.B — To allow the existing dwelling to encroach
on the new side yard setback and the existing garage to
maintain its existing side and rear yard setback
nonconformities.

e Section 182-208.C.(1)( ¢ )- To allow the proposed lot to have
less than the required 48-foot width.

e Section 160-5.B.(3)[j](1)- A waiver for the existing cartway
width being less than the required 27’.

COMPLIANCE

The proposal appears to comply with the SALDO code; however, the
proposal must address or obtain code relief for the above listed
zoning nonconformities

HISTORICAL AND ARCHEOLOGICAL SIGNIFICANCE

The developer should be commended for retaining an historic home
that is typical of a popular style for its time period.

SEWAGE FACILITIES

The developer should contact the Pennsylvania Department of
Environmental Protection regarding the need for sewage facilities
planning approval.

The Municipality should confirm receipt of any necessary
Pennsylvania Department of Environmental Protection planning
approval prior to final approval.

Agenda #14
Page 3



Date: September 18, 2026
File No.: 20-8274-26

REMARKS (continued):
STORMWATER MANAGEMENT

The Municipal Engineer must verify the adequacy of all proposed
stormwater management facilities.

RECORDING
In accordance with Section 513 (a) of the Pennsylvania
Municipalities Planning Code (MPC), final plans must be recorded

within ninety (90) days of municipal approval.

Agenda #14
Page 4



TOWNSHIP OF JUDY TROMBETTA, PRESIDENT

KEVIN MCCLOSKEY, ESQ., VICE PRESIDENT
DAVID R. BURMAN, TWP MANAGER/SECRETARY

AIMEE CUTHBERTSON, CPA, ASS'T TWP MANAGER
JOHN F. WALKO, SOLICITOR
PENNONI ASSOCIATES INC., ENGINEER

DELAWARE COUNTY WARD COMMISSIONERS
1014 DARBY ROAD 1ST WARD BRIAN D. GONDEK, ESQ.
2ND WARD SHERYL FORSTE-GRUPP, PHD.
HAVERTOWN, PA 19083-2551 3RD WARD KEVIN MCCLOSKEY, ESQ.
(610) 446-1000 TH WARD LAURA CAVENDER

6TH WARD LARRY HOLMES, ESQ.
7TH WARD CONOR QUINN

8TH WARD GERARD T. HART, MD
9TH WARD MICHAEL MCCOLLUM

HAVTT 30274 August 25, 2026

Ms. Jaime lJilozian, Director of Community Development
Haverford Township

1014 Darby Road

Havertown, PA 19083-2251

Re: Minor Subdivision Plan
Marley Real Estate Holdings, LLC — 43 E. Turnbull Avenue — Revised Plan

Dear Ms. lJilozian:

As requested, we have reviewed the following prepared by Yohn Engineering, LLC in connection with the
referenced project:

e “Minor Subdivision Plans” (seven sheets), dated August 5, 2026.
e “Stormwater Management Calculations” dated August 5, 2026.
e Supporting Documentation

The applicant, Marley Real Estate Holdings, LLC, proposes to subdivide the existing 0.287-acre site (Folio
No. 22-03-02065-00) into two (2) new lots at the referenced property. The existing dwelling is proposed
to remain, and a new single-family dwelling, detached garage, and driveway are proposed to be
constructed on Lot 2. A subsurface infiltration basin is proposed for stormwater management on Lot 1.
The property is within the R-6 Residential Zoning District and is served by public water and sewer.

The applicant is requesting the following waiver:
e From §160-5.B(3)[jl(1) for the existing cartway width being less than the required 27 feet.
The applicant is requesting the following relief from the Zoning Hearing Board:
e From §182-208.C.(1)(f)[1] to allow the existing dwelling to encroach on the new side yard setback
e From §182-711.B.(1) to allow the existing garage to maintain its existing side and rear yard setback
non-conformities
e From §182-713.B to allow the existing dwelling to encroach on the new side yard setback and the

existing garage to maintain its existing side and rear yard nonconformities.
e From §182-208.C.(1)(c) to allow the proposed lot to have less than the required 48 foot lot width.

A HOME RULE MUNICIPALITY



HAVTT 30274 August 25, 2026 Page 2
Jaime lJilozian Marley Real Estate Holdings, LLC — 43 E Turnbull Avenue- Revised Plan

This application was reviewed in accordance with the simplified procedures and requirements of a Minor
Subdivision (§160-4.G). We offer the following comments:

1.

10.

11.

No main building and no part of a building shall be erected within or shall project into a front, side
or rear yard, except for cornices, projecting eaves, gutters or chimneys projecting not more than
18 inches, steps and awnings. (§182-712) All proposed projections into the side yard on Lot 1
should be identified. The applicant should confirm that the proposed overhang on the west of
the dwelling complies with this requirement and indicate the maximum width of the projection
on the plan.

A minimum of two (2) off-street parking spaces shall be provided for every single and two-family
dwelling unit. (§182-707.A(1), §182-707.B)

The height of the proposed garage should be indicated on the plan. (§182-208.C(1)[h])

After submitting the preliminary plan, the applicant shall be responsible for notifying all property
owners within 200 feet of the boundaries of the subject lot that a preliminary plan proposed for
the subject lot has been filed, no less than 10 days prior to the first Planning Commission meeting
for which the plan has been scheduled for review. (§160.4.E(7)) Notice shall be made by certified
mail, return receipt requested, or by other proof of notification satisfactory to the Township.
Proof of such notification shall be presented to the Planning Commission at the first meeting for
which the plan has been scheduled for review. (§160.4.E(8))

The cartway width for E. Turnbull Avenue should be indicated on the plan. (§160-5.B(3)[j](1)) A
waiver from this requirement may be required. The applicant has requested a waiver from the
required cartway width.

Clarify the dual spot elevations indicated on the west side of the proposed driveway on Lot 1. It is
unclear in which direction the driveway is sloped.

A Pennsylvania Department of Environmental Protection Sewage Facilities Planning module or
exemption is required. (§160-4.E(5)(d)).

The plan should indicate if the existing sewer lateral is proposed to be reused. If re-use is
proposed, add the following note to the plan: Where an existing sewer lateral is available for reuse
subsequent to the demolition or removal of a previously existing building, the lateral may be
reused provided that it is inspected by the Township Engineer and is found to be adequate in terms
of infiltration/inflow and general conditions. (§149-3.C(8)). If the lateral is not to be re-used,
provide a detail for capping of the existing tap at the main.

The date of the stormwater management calculations should be revised.

A note should be added to the plan indicating roadway restoration shall conform to the
requirements of §157-30.

A Grading, Drainage, Soil Erosion and Sedimentation Control Permit will be required for
development of Lot 1.

A HOME RULE MUNICIPALITY
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12. A BMP Maintenance Agreement shall be executed and a contribution of $2,200.00 to the
Township Stormwater Control and BMP Operation and Maintenance Fund shall be made. (§78-
49, §78-51)
Should you have any further questions or comments, please contact the undersigned.

Sincerely,

PENNONI

Mfm

Charles Faulkner, PE
Senior Engineer

cc: Marley Real Estate Holdings, LLC
Christopher Yohn, PE, Yohn Engineering, LLC
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HAVERFORD TOWNSHIP HISTORICAL COMMISSION
Township of Haverford, Pennsylvania
1014 Darby Road
Havertown, PA 19083

16 September 2026

Marge Buchanan
Deputy Zoning Officer
Haverford Township
1014 Darby Road
Havertown, PA 19083
mbuchanan@havtwp.org

Re: 43 East Turnbull Avenue, Havertown, PA
Applicant: Marley RE Holdings, LLC

Dear Ms. Buchanan:

At its regularly scheduled meeting on Monday 17 August 2026, the Haverford Township
Historical Commission (HTHC) reviewed the subject application, a proposal to subdivide a
property within 100” of two Haverford Township Historic Resources, 38 East Turnbull Avenue,
Havertown, a Sears Elsmore house design (045-HA-121) and 42 East Marthart Avenue,
Havertown (045-HA-100).

Noting that this proposal will preserve 43 East Turnbull Avenue and the character of the east
Turnbull Avenue streetscape and have no negative impact on the adjacent historic resources, a
motion was made by Tim Lucci recommending approval of the proposed subdivision, seconded
by Matthew Roy and passed unanimously.

As always, please let me know if you, or the applicant, have questions.

Thank you.

Sincerely,

Chair, vaerford Township Historical Commission

cc: Sheryl Forste-Grupp, Ph.D., Commissioner
Jaime Jelozian, Director of Community Development
HTHC Commissioners



TOWNSHIP OF

HAVERFORD

DELAWARE COUNTY
1014 DARBY ROAD
NSSoe HAVERTOWN, PA 19083-2551

MANAGER - EXT. 2208 (610) 446-1000

HUMAN RESOURCES -EXT. 2233
SHADE TREE COMMISSION MEMORANDUM

To: Jaime Jilozian, Director of Community Development, Haverford Township
Mia Badman, Executive Administrative Assistant, Haverford Township

From: The Haverford Township Shade Tree Commission
Subject: 43 East Trumbull

Date: September 20, 2026

To Whom it May Concern:

Background:

The new plans submitted by Marley Real Estate Holdings (Mike Sposato) were an update of
plans previously submitted; the original plans were reviewed and accepted by STC. There

is no substantive change to the trees on the updated plan.

Shade Tree Commission Recommendation:
Recommends the plan as proposed.

Respectfully submitted,

Doreen Saar, Chair
Haverford Township Shade Tree Commission

A HOME RULE MUNICIPALITY



RAFFAELE Raffaele Puppio | 19 West Third Street | Media PA 19063 | Phone 610.891.6710

Fax 610.891.9985 | www.raffaelepuppio.com

PUPPIO

Ernest Spiros Angelos, Esquire

Email: eangelos@raffaelepuppio.com
August 24, 2026

VIA REGULAR US MAIL
Vincent Sposato

Marley Real Estate Holdings LLC
219 Sugartown Road

Wayne, PA 19087

RE:  Written Decision - Zoning Application of Marley Real Estate Holdings, LLC,
¢/o Vince Sposato
Case No. 726-18
Haverford Township
Premises: 43 East Turnbull Avenue (Folio: 22-03-02065-00)

Dear Mr. Sposato:
You are hereby provided this written decision as the applicant in this matter (“Applicant”).

A regular public meeting of the Haverford Township Zoning Hearing (“Board”) was held on
Thursday, August 20, 2026, at which time the Board, having considered all the testimony and
evidence presented, determined that the Applicant satisfied their burden, and voted 5-0 to
APPROVE Applicant’s request for a variance from §182-206 C (6)(A), §182-711 B (1), §182-
713 B, §182-208C(1)(c), §182-707 A(1), and §182-208 C(1)(e)(1) in order to subdivide the
existing parcel, keep the residential structure on lot #2, and build a new single family residence on
Lot #1, on the plan dated July30, 2026, with the following relief required; keep existing dwelling
encroachment on the new side yard setback, allow the existing garage to maintain the existing side
and rear yard setback non-conformities, a side yard setback to permit the existing structure to
maintain the existing side yard setback non-conformity, a variance to allow the parking of vehicles
on a residential lot in such a manner as to create stacked parking for the two required spaces, and
a front yard setback variance to allow the existing structure to maintain the existing front yard
setback non-conformity. This property is Zoned R-6 in Ward 3.

The Board’s approval is subject to all the following conditions:

[

The egress well shall be moved away from the bay window of the existing shutter;

2. Project is to be completed within eighteen (18) months; and

3. Project must be completed in accordance with the notes of testimony of the August 20, 2026
hearing.




A wrritten order is in preparation and will be filed with the Haverford Township.

Furthermore, this written decision was sent at the direction of the Board on the date set
forth above by counsel for the Board and shall commence the thirty (30) day period of a

timely appeal in accordance with ACT #247, as amended, known as the PENNSYLVANIA
MUNICIPALITIES PLANNING CODE.

Any inquiries regarding this matter shall be directed to Haverford Township.

Very truly yours,

/s/ Ernest S. Angelos
Ernest S. Angelos
Solicitor

ESA/jp

cc: Jaime Jilozian, Director of Community Development (j jilozian@havtwp.com)
Jonathan Mount, Zoning Officer (jmount@HAVTWP.com)
Marge Buchanan, Deputy Zoning Officer (mbuchanan@haverfordtownship.com)



Township of Haverford

Finance Department Memorandum

Date: September 30, 2026

To: David R. Burman, Township Manager

From: Aimee Cuthbertson, Director of Finance/Asst Township Manager
Subject: Electricity & Natural Gas Procurement

The Township is approaching the end of its current two ear procurement contract for 100%
wind- sourced electricity generation and natural gas supply with Constellation through the PA
Municipal League’s Municipal Utility Alliance (MUA) cooperative purchasing program.

The Township solicited pricing for both electricity generation and natural gas supply through the
MUA as well as through Key Energy Consulting (an energy broker) of Blue Bell, PA. Key Energy
declined to submit pricing. In light of the jump in overall energy costs, we obtained pricing for
three sources (wind, nuclear and standard)

PROPOSED INDICATIVE PRICING

Current Rate 12 Month 24 Month Pricing
Pricing
Electricity Generation: $.06975
-Wind Power $.08680 $.08862
-Nuclear Power $.08649 $.08844
-Standard Power $.08501 $.08671
Natural Gas $4.259 $4.169 $4.415

While the above pricing is indicative of the current market as of September 29, actual rates
change daily. Using indicative pricing as the base for comparison and the general
consensus that increased future demand across the region will drive future prices higher,
staff recommends a two (2) year contract for 180% wind powered electricity generation and
a two (2) year contract for natural gas at all Township facilities with Constellation through the
MUA cooperative purchasing program.



This recommendation is subject to any material price changes between Wednesday,
September 30, 2026 and Tuesday, October 13, 2026. As such, an update will be provided at
the October 13, 2026 Regular meeting.





